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FOREWORD

Scientific reports and documents published at the U. S. Army
Aeromedical Research Laboratory from June 1963 through April
1983 are included in this annotated bibliography of reports
dated April 1983. Requests for copies should be directed to
Defense Documentation Center, Cameron Station, Alexandria,
Virginia 22314. Distribution is unlimited.
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63-1 Noise problems associated with the operation of U.S. Army
aircraft, June 1963.

By Jimmy Hatfield and Donald Gasaway,

FY PV

U

ol

Describes and illustrates basic, as well as unique, charac-
teristics of noise associated with the operation of Army
aircraft, Summarizes the important facts relative to haz-
ardous noise, its effects on man, the characteristics of
noise generators, noise reduction concepts, and future noise
problems. The purpose is to alert aviation medical officers,
flight surgeons, and physicians in the Army to this problem,
and provide guidance in those circumstances where a problem
of potentially hazardous noise exists.
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64-1 A survey of internal and external noise enviromments in U.S.
Army aircraft, December 1963.

By Jimmy Hatfield and Donald Gasaway.

Presents and describes representative internal and external
noise environments for each major type of Army aircraft dur-
ing normal operations. Measurements for all fixed-and rot-
ary~-wing aircraft are classified, when appropriate, into
four major categories: ground operations, hovering flight,
normal, and maximum cruise conditions. The contributions

of major noise generators in each type of aircraft is dis-
cussed in detail.

65-1 .ir drop of ACD whole blood, July 1964.
By Charles I. Wabner

To evaluate the effects of air drop on ACD whole blood as a
relation to the plasma hemoglobin levels before and after
drop. Nineteen percent of the units of blood dropped were
fractured and unusable due to impact shock. Those units
remaining intact showed no significant elevation in plasma
hemoglobin. Present methods of packaging blood for aerial
drop are inadequate. Erythrocyte breakdown due to impact
forces is not significant.
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65-2 Color vision deficiencies in Army fliers, April 1965.

By Robert W. Bailey
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Normal color vision has historically been an intrinsic part
of the physical standards maintained for military and civi-~
lian aviators and aircrew members. This a priori require-
ment has not been challenged due to the abundant number of
applicants versus the number of such positions available.
There is no longer a surplus of such personnel.

In view of the percentage of the male population affected
by imperfect color vision, this standard contributes signi-
ficantly to the number of applicants rejected. An easement
of this standard could be immediately converted to a larger
number of otherwise qualified applicants,

This paper deals with a review of some color tests and a
testing procedure employed to determine the number of color
anomalous fliers in Army aviation. Data collected indicate
that this requirement may be unnecessary and that a new
philosophical approach is long overdue.

Noise spectra of the Bell OH-13-T helicopter, May 1965.
By Robert T. Camp, Jr..

Overall sound pressure levels were measured and an octave
band analysis was made of the internal and external noise

of the Bell OH-13-T helicopter. The results of the tests
show that the noise level in the OH-13-T is not considered
to be significantly different than the levels that have been
recorded in the OH-13-H helicopter. Ear plugs and efficient
earmuffs or helmets will attenuate the noise to levels that
are considered to be safe fqr operations of long durations.

Noise spectra of the Turbo-Beaver, May 1965.
By Robert T. Camp, Jr., and Robert W. Bailey.

Sound pressure levels were measured in various positions
inside the Turbo-Beaver under various power conditions. A
comparison of these data with comparable available data
taken from measurements of sound pressure levels in the
U~6A shows that the overall level and the lower portion of
the spectrum in the U-6A had higher sound pressure levels.
The octave bands of the Turbo-Beaver's noise spectrum,
above the band centered around 500 cps, had higher sound
pressure levels.

Preliminary carbon monoxide measurements in armed helicop-
ters, March 1966.

By G. L. Hody and W. P. Schane.

The atmospheric concentration of carbon monoxide was mea-
sured in the cabins of UH-1B and CG-47A helicopters during
weapons firing. These measurements are of interest not
only because of the high toxicity of carbon monoxide but
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also as an indication of significant cabin air contamination
with weapons exhaust (which contains a high concentration of
carbon monoxide).

Concentrations of carbon monoxide as high as 1,000 PPM
(0.1%) were noted to persist as long as sixty seconds after
the firing of certain of the weapons. Subjective respira-
tory symptoms were also noted.

These findings point out the need for determination of wea-
. pons exhaust composition and development of suitable analy-
-,f\ tical methods for measuring carbon monoxide in test heli-

- copters. The development of rugged, sensitive instruments
with rapid response is needed. Additional consultation as
well as laboratory research is planned.

66-2 Evaluation of two vibration insensitive catalytic detectors
for carbon monoxide, March 1966.

By G.L. Hody and R.L. Keiser.

The sensitivity, speed of response, and temperature stabi-
lity of two catalytic (hopcalite) carbon monoxide detectors
were measured. This work was performed as part of an eval-
uation of cabin atmosphere contamination in armed helicop-
ters. The results were compared with requirements establi-
shed on the basis of preliminary field studies. The de-
vices tested do not meet these requirements primarily be-
cause of slow response but modifications utilizing heat
transfer principles may result in sufficient improvement.

Because of the compactness as well as the shock and vibra-
tion resistance of these systems, further attempts will be
made to develop design changes which will bring the speci-
fications within the ranges desired. Results of these
tests should not be interpreted as demonstrating inadequacy
of the instruments when used as originally intended.

66-3 Combat aircrew debriefing. Report I (Personal interviews
with non-medical pilots), March 1966.

By R. A. Avner.

As the initial step in a long range debriefing program, 50
Army aviators with recent combat experience were interviewed.
. A brief resume of information received in areas of environ-
mental health, protective equipment and clothing, communi-
cations, s'rvival equipment, medical equipment, medical
.vacuatf , training, and morale is reported.

66-4 E-- uataun of "Tuffy" air lock container for free-fall
delivery of whole blood, April 1966.

By L.E. Spencer and M.S. Nix, Jr.
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67-1

The purpose of this study was to evaluate the ability of

the "Tuffy" air lock bag to protect blood during free fall
delivery. The air lock bag appears to be adequate for free-
fall delivery of liquid filled glass and molded polyethy-
lene containers.

Some crew space measurements in Army aircraft, May 1966.
By W.P. Schane and K.E. Slinde.

Measurements were made in the cockpits of every type of
aircraft presently in the U.S. Army inventory, and in most
prototype aircraft scheduled for delivery to the U.S. Army
through FY 1970.

From these measurements it appears that a pilot of standing
height greater than 76 inches or sitting height greater than
38 inches would be unable to comfortably and safely pilot
many U.S. Army aircraft. This applies particularly :=0 the
aircraft used in both fixed and rotary wing pilot training.

Real-ear sound attenuation characteristics of thirty-six
ear protective devices, May 1966.

By Robert T. Camp, Jr..

Real-ear attenuation characteristics of 36 ear protective
devices have been summarised. Quartile values in decibels
of Q; through Q3 and deciles D; through Dg for each of
eight test frequencies are given in addition to the charac-
teristics of individual devices. This recapitulation of
attenuation data taken from measurements of all types of
devices such as earplugs, earmuffs and helmets reflects the
limits of the progress of attenuation efficiency since the
early 1950s.

Expected injury rates for experimental airborne operations,
June 1966,

By R.A. Avner.

Probability of injury for Army paratroopers under conditions
of full combat load and unprepared drop zone was estimated
to be .006 (standard error equals .002, N equals 5,253).
Tables were computed to allow tests of departure from this
rate under experimental conditions involving up to 50
jumpers.

Comment on correlation coefficient use, July 1966.
By R.A. Avner.

In computing the Pearson r, observations are identified on
a nominal scale. The values assigned these observations
are measured on a ratio of interval scale. Confusion of
these two facts has led to the mistaken assumption that the
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Pearson r can measure degree of association between nomi-
nally measured variables.

Physiological training of HALO parachutists, September 1966.
By W.P. Schane.

Reviews the environment in which a HALO parachutist oper-
ates, indicates some areas in training which deserve special
attention, and makes some specific operational recommenda-
tions which, if adopted, would reduce the possibility of
injury or disease caused by the man-enviromment interaction.

Loading of litter patients in Army aircraft, October 1966.
By J.C. Rothwell and R.A. Avner.

Two types of aircraft, the CV-2 '"Caribou" and the CH-47
"Chinook'", are presently available for medical evacuation

of relatively large loads (14 and 24 litters respectively)
from minimally prepared landing sites. This report indi-
cates maximum rigging times for conversion of these air-
craft to ambulance use, optimal crew sizes for minimum load-
ing times, and some suggestions for loading methods and
design of future large medical evacuation aircraft.

A rapid timing sequence for toxic gas sampling, November
1966.

By G.L. Hody and H.W. Huffman.

As part of a study of toxic hazards, it is necessary to ob-
tain samples of gases given off by rapid fire weapons and
fast burning rocket motors. A solid state instrument was
designed which can program solenoid valves for this purpose.
The configuration chosen provides three individually adjust-
able interval timers. Each can be delayed from 25 to 5,000
milliseconds after firing of weapons, and can remain on for
30 to 4,000 milliseconds.

The very short sampling times which are available enable
acquisition of gas samples at pressures considerably below
ambient, if this is desired to protect analytical instru-
ments or to minimize chemical interactions in the sample.
By adjustment of R-C time constants, the time range can be
extended further to provide a versatile tool for future
timing applications. Circuit details and performance data
are presented.

Approach to the evaluation of toxic hazards from weapons
exhaust in armed helicopters, November 1966.

By G.L. Hody.
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The complexity of flying and the environmental stresses en-
countered by pilots in armed helicopters are continuing
challenges. Under such difficult conditions any interfer-
ence with mental or sensory capabilities of the pilots can
be reflected in an increased casualty rate. Helicopter
mounted weapons release a toxic exhaust which could disturb
vision and hearing and might adversely affect reaction time
and the reasoning process.

A brief exploratory study confirmed the impression that the
weapons exhaust can reach the crew in measurable concentra-
tions. An objective assessment of the hazard is obviously
needed before costly or inconvenient corrective measures ‘
need be considered. A careful search failed to reveal
existing methods for the required evaluation which involves
continuous measurement of rapidly changing contaminant con-
centrations in a confined and vibrating enviromment.

An experimental program designed to explore a technique for
meeting the operational requirement is being implemented in
cooperation with the Air Force Rocket Propulsion Laboratory.
While the potential for a hazardous situation is very real
in all armed aircraft, the concern is with the new, experi-~
mental helicopters, equipped with multiple rapid fire wea-
pons systems, in addition to those armed helicopters now
deployed in the field.

67-6 Sound attenuation characteristics of the Army APH-5 hel-
met, February 1967.

By Robert T. Camp, Jr. and Robert L. Keiser.

An evaluation of the real-ear sound attenuation character-
istics of the Army APH-5 Crash Protective Helmet was done
with procedures and equipment specified by ASA 224.22-1957.

The results show that the APH-5 offers high attenuation be-
tween 75 and 2,000 Hz. 1In view of the poor sound attenua-
tion characteristics of the APH-5, it has been recommended
that the present earmuffs be replaced by a helmet with high
sound attenuation characteristics.

67-7 Continuous EKG recording during free-fall parachuting,
June 1967,

By W.P. Schane and Kenneth E. Slinde.

This study is an attempt to determine heart rate and rhythm
of experienced parachutists during free-fall and during the
periods immediately before and after the jumps. It includes
enough subjects so that statistical inferences can be made
regarding a population of experienced parachutists.

‘L - - - S e - . . - . . . -
eleoa g o PR Yy e PV Y W G S G e P G WY U W W UPOTOL Y G S W S R Y Sy .‘-'-----4,_,_._”__.,.,»,.,.._1




T YR Y T AT AT R O RTTE - w o w

67-8

67-9

67-10
AFRPL-TR-
67-203

Report Number

R A N N N T N T T T W Tl o T T T e —

Continuous EKG readings were made of 29 experienced para-
chutists while each participated in free-fall parachuting
exercises. A total of 98 individual exits from aircraft in
flight were recorded. Mean R-R interval was 0.403 seconds
just prior to exits from the aircraft, 0.363 seconds during
freefall, 0,336 seconds immediately after parachute opening,
0.369 at landing, and 0.465 five minutes after landing.

Although there was variation in the R-R interval among in-
dividuals, the progressive decrease of R-R interval through-
out the exit and freefall with a nadir at parachute opening
was the common thing. There is marked individual difference
in the duration of tachycardia before and after jumps. Over
the entire group, mean duration per subject was 19.4 minutes
of tachycardia prior to exit, and 30.4 minutes of tachy-
cardia after parachute opening.

In the individual who made at least 2 jumps on any one day,
the R-R intervals measured on a single individual on the
first and second jumps were remarkably similar, and within
the group not statistically different. A correlation mat-
rix was computed to show relationships between various para-
meters studied. The correlation between R-R interval and
total number of jumps was opposite in direction to that
which was expected, and nearly attained values that were
statistically significant.

Sound attenuation characteristics of the Navy SPH-3 (Modi-
fied) (LS) helmet, May 1967.

By Robert T. Camp, Jr. and Robert L. Keiser.

An evaluation of the real-ear sound attenuation character-
istics of the Navy SPH-3 (Modified) (LS) helmet was done
with procedures and equipment specified by ASA 7224.22-1957.
The results show that the SPH-3 (Modified)(LS) is a rela-
tively efficient attenuator of sound throughout the audio
spectrum. In view of the poor sound attenuation character-
istics of the Army APH-5, it has been recommended that this
helmet be replaced by the SPH-3 (Modified) (LS).

An improved C-ration sleeve litter, May 1967.
By V.V. Villa and W.P. Schane.

A field expedient litter improvised from discarded C-ration
sleeves and two sturdy poles has been laboratory tested and
found to be worthy of field use.

The measurement of the exhaust composition of selected
helicopter armament, June 1967.

By R.P. Scharf, B.B. Goshgarian, H.M. Nelson, and
G.L. Hody.
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Crew members of armed helicopters are exposed to exhaust
products of rapid fire machine guns and rockets. The ex~-
haust composition of the weapons, needed for toxic hazard
prediction, is difficult to obtain. 1In a joint Army-Air
Force exploratory study, methods of analysis were evaluated
and exhaust compositions for the .50 caliber and 7.62mm
machine gun and the 2.75" rocket were determined. A rapid
scan infrared spectrophotometer was used for immediate ex-
amination of effluent gases in order to detect reactive
species. The exhaust gases were analyzed at concentrations
as high as 1000 times those present in helicopters to mini-
mize the chance of missing any significant toxic product.

A qualitative and quantitative analysis of gas phase and
aerosol components is given. It may well be that the pro-
portion of carbon monoxide in the exhaust is so high that
permissable exposure times can be selected on the basis of
its concentration alone while still limiting exposures to
all other toxic materials to safe levels. However, signi-
ficant amounts of nitrogen dioxide, ammonia, carbonyl sul-
fide, hydrogen cyanide, lead and copper were found. Their
contribution to the toxicity of the weapons exhaust is now
being evaluated and will be reported in a subsequent paper.

68-1 Development of a scheme for increasing helicopter conspic-
uity, September 1967.

By James A. Bynum.

Six paint designs were applied to top surfaces of heli-
copter rotors to assess value as an aid of conspicuity.
Stimuli were presented to 40 aviators by the method of pair
comparisons in actual flight tests and rankings were ob-
tained. Data analysis indicated as first choice a scheme

incorporating glass white, flourescent red-orange, anc
black.

68-2 Improving helicopter conspicuity through the use of painted
main rotor blades, October 1967.

By John K. Crosley, Robert W. Bailey, and M.S. Nix, Jr..

An in-flight study was conducted to determine the effect of
four paint schemes, applied to the main rotor blades of
UH-1D helicopters, upon helicopter conspicuity. Twenty-
three observers made a total of 138 comparisons of paired
aircraft. The preferred scheme incorporated white, red-
orange flourescent, and black paints.

7

68-3 Effects of downwash upon man, November 1967.
By W. P. Schane.

The threats imposed upon man by helicopter and VTOL down-
wash are explored. Information is derived from (1) refer-
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ence material, (2) mathematical calculation, (3) individual
data collection, and (4) personal experience. Eight types
of threat are explored in some detail, and conclusions are
drawn concerning needs for protection.

Analog nystagmus analyzer, December 1967.
By George W. Beeler, Jr..

Rapid to-and-fro movements of the eye are classified as
nystagmus. This movement is usually the consequence of re-
flex excitation of the extra ocular muscles associated with
stimulation of the semicircular canals. An analog nystag-
mus analyzer is described that can produce continuous infor-
mation concerning the duration, amplitude and slow-phase
velocity of each nystagmic beat during experiments involv-
ing the vestibular apparatus.

Ganglion cell response characteristics from the area cen-
tralis in the intact eye of the cat, February 1968.

By R.H. Steinberg.

Ganglion cell responses were recorded with microelectrodes
from the intact eye to focused spots and annuli of light
delivered by a dual-beam opthalmoscope. Only concentri-
cally organized circular receptive fields were analyzed.
Thresholds for optimal center and surround stimuli were
approximately equal, as were the latencies of on-responses
from the center and surround. With whole-field stimulation
center-dominance was a function of light intensity. Off-
responses and center-surround interaction were observed
with brief flashes (msec, 1lOmsec). With increases of flash
duration, the duration of the on-response did not increase
by the full increment of the flash until the flashes were
50 to 80 msec. At high flash-intensities the on-response
extended into the off-period and the off-response weakened
and disappeared; it occurred with both on-excitation and
on-inhibition and for the responses of both center and sur-
round. These intensity effects were also studied in an
intracellular recording; at high intensities the rate of
repolarization of the postsynaptic potential decreased and
the latency of repolarization was delayed.

Sound attenuation characteristics of the Navy BPH-2 helmet,
March 1968.

By Robert T. Camp, Jr..

An evaluation of the real-ear sound attenuation character-
istics of the Navy BPH-2 helmet was done with procedures
and equipment specified by ASA Z-24.22-1957. The results
show that the BPH-2 has acoustical characteristics superior
to the standard Army APH-5 at frequencies from 125 Hz
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through 1000 Hz. In view of the high attenuation in the
speech communications spectrum, it is recommended that this
helmet be considered for use by the U.S. Army.

68-7 Tinted windscreens in U.S. Army aircraft, March 1968.
By John K. Crosley.

A spectrophotometric analvsis was performed on the tinted
windscreen of the U.S. Army AH-1G helicopter. The results
of this test, considered in conjunction with the conclu-
sions of other researchers working with both aircraft and
automobile tinted windshields, have led to the recommenda-
tion that no tinted media should be positioned between the
pilot and his normal field of view during heavy overcast
days, at twilight, or at night.

68-8 Environmental factors affecting the performance of infrared
NAMI C02 analyzer and the estimation of alveolar CO2 tension,
1034 March 1968.

By Pei Chin Tang.

Theoretical equations were derived from known physico-chemi-
cal laws to determine the effects of room temperature and
barometric pressure on the performance of the infrared type
of CO2 analyzer. They were tested first experimentally and
then against empirical equations derived from the Godart
nomogram. These equations were found to be valid and use-
ful in the estimation of the fractional concentration of

CO2 of gas mixtures under various environmental conditions.

Minimal gas temperature recorded with a thermistor probe at
the inlet of the analyzer was used to estimate the water
vapor pressure of gas samples in the analyzer chamber. This
method was experimentally found to be valid in estimating
CO02 fractional concentrations of heated wet gas mixtures.
It was used to estimate the alveolar CO2 tension of human
subjects with various end-tidal sampling methods. Methods
used by others with this type of analyzer are discussed.

68~9 A triaxial accelerometer module for vestibular application,
NAMI May 1968.
1040

By W.C. Hixson.

A brief description is given of a 6-channel instrumentation
module developed for collection of preliminary acceleration
data for the a priori determination of optimal characteris-
tics for transducers to be installed permanently on various
aircraft and man-rated research devices for the measurement
of vestibular-significant acceleration stimuli. The module
utilizes three linear and 3 angular accelerometers, all of

the standard, commercially available, servo-type, to mea-
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sure the triaxial linear and triaxial angular accelerations,
along and about, respectively, the roll, pitch, and yaw axes
of the test device or vehicle. Signal conditioning ampli-
fiers equipped with feedback circuitry to facilitate in-
flight adjustment of gain and high-frequency rolloff charac-
teristics are provided for optimal utilization of the dyna-
mic range capabilities of magnetic tape data storage record-
ers. Though the instrument is used primarily to collect
acceleration data in the 0-5 cps spectrum, the linear chan-
nels can also be used in determining vibration levels in

the 0-100 cps range.

Instrumentation for measurement of vestibular-significant
forces in helicopters, May 1968.

By W.C. Hixson and J.I. Niven.

The report describes an airborne instrumentation system
developed at minimal cost from standard commercially avail-
able components for the in-flight acquisition and storage
of helicopter low-frequency motion data pertinent to the
investigation of vestibular-related pilot disorientation.
System components provided to measure and record the instan-
taneous triaxial linear acceleration and instantaneous tri-
axial angular velocity of the aircraft at a given crew
station include three potentiometer readout linear acceler-
ometers, three similar gimballess rate gyros, six signal-
conditioning amplifiers, and a 7-channel battery-powered,
IRIG~compatible, magnetic tape recorder,

Painted helicopter main rotor blades and flicker-induced
vertigo, June 1968.

By James A. Bynum and John A. Stern.

Painting the main rotor blades of UH-1 helicopters led to
the question of the possibility of flicker-induced vertigo
in formation flights involving these helicopters. 1In the
first of two experiments designed to answer the question,
subjective responses of 38 instructors and students were
obtained and evaluated after their participation in forma-
tion flights in helicopters with painted blades. In the
second experiment, 10 student pilots were screened from a
group of 37 on the basis of their psychophysiological and
subjective responses to photic stimulations in the labora-
tory. These ten then flew in formations while EEG, EOG,
and eye blink data were recorded during the flight and they
were debriefed immediately following the flight. Results
of both experiments did not indicate the painted blades to
be a source of flicker vertigo.

User evaluations of two aircrew protective helmets., August
1968,
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By James A. Bynum.

Two aircraft protective helmets were evaluated by 24 in-
structor pilots who were divided equally into groups sub-
jected to three ambient noise enviromments. Pilots rated
the Army APH-5 and the SPH-3X (Experimental) on eight cate-
gories designed to assess relative comfort, acceptability,
and noise attenuation. Ratings were compared, using a
Split-Plot Factorial Analysis of Variance. Significant
differences were found between helmets on 7 of the 8 char-
acteristics rated and results favored the SPH-3X in 6
characteristics.

Selected anthropometric measurements of 1640 Warrant Offi-
cer Candidate flight trainees, February 1969.

By W.P. Schane, D.E. Littell, and C.G. Moultrie,

The results of nine anthropometric measurements conducted
upon 1,640 U.S. Army warrant officer candidates are pre-
sented. The nine measurements were selected as those which
contribute most to aircrew workspace design in aircraft,
Comparison of these data was performed against similar mea-
surements conducted upon flying personnel in five separate
studies by other military services.

An evaluation of ophthalmic plastic (CR-39) lenses in the
U.S. Army aviation environment, February 1969.

By John K. Crosley, Robert W. Bailey, and Frank H. Fischer.

Thirty rated U.S. Army aviators with various types of re-
fractive errors were selected to wear-test both clear and
tinted plastic (CR-39) ophthalmic lenses for a period of
six months. Subjective evaluations were made in the areas
of impact resistance, scratch resistance, weight, optical
clarity, comfort, cleaning ease, resistance to breakage,
and accumulation of foreign material. User acceptance was
quite good. Lens scratching was not found to be a signifi-
cant problem. Favorable recommendations are made concern-
ing the general use of plastic ophthalmic lenses for U.S.
Army aviation personnel.

The somatic chromosones of the Mongolian gerbil (Meriones
unguiculatus), January 1969.

By Steven P, Pakes.

This study was initiated to characterize the somatic chro-
mosomes of the Mongolian gerbil (Meriones unguiculatus)
prior to conducting experiments concerned with the effects
of various environmental factors encountered in space
flight on mammalian chromosomes.
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From the study of bone marrow cells after intraperitoneal
injection of colchicine, it was determined that the dip-
loid number of chromosomes for the Mongolian gerbil is 44,

The karotype was constructed by arranging the chromosomes
into four distinct groups and includes 32 meta- or sub-
metacentric and 10 acrocentric autosomal chromosomes. The
X element was identified as a large submetacentric chromo-
some and the Y element as a medium-sized-submetacentric
chromosome.

Continuous EKG recording of helicopter instructor pilots:
An interim evaluation, April 1969.

By William P. Schane.

Fifty-three instructor pilots were studied with one lead
of EKG for a full work day. Mean heart rates were tabu-
lated from the record during: administrative work (87.2
beats per minute), automobile driving (85.5 beats per min-
ute), eating (90.1 beats per minute), and flying (92.0
beats per minute).

Using Tukey's multiple comparison of means, significant
differences were found between heart rates during flying
and heart rates noted while driving, and while performing
administrative duties.,

Means of "lowest heart rate recorded" and "highest heart
rate recorded”" for each subject were reported (means of
71.8 and 140.4 respectively). The activities in which the
subjects were engaged at the time are reported.

There were no regular schedules of physical training or
sports participation by 71.7% of the subjects. An 11 x 11
correlation matrix indicates only that subjects who have
high heart rates during one activity will have comparably
high heart rates during all activities, and vice versa.

Four of the 53 subjects showed arrhythmias at some time
during the recording; one had 38 unifocal ventricular pre-
mature contractions during the recording period; three had
atrial premature contractions.

Dynamic response of the head and neck of the living human
to -Gx impact acceleration. 1. Experimental design and
preliminary experimental data, March 1969,

By Channing L. Ewing, Daniel J. Thomas, George W, Beeler,
Lawrence M, Patrick, and David B. Gillis.

Under the direction of the principal author, a joint Army-
Navy research study, in cooperation with Wayne State Uni-
versity, is underway to determine the dynamic response of
the head and neck of living human subjects to -Gy impact
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acceleration, using transducers to measure differential
displacements and differential angular and linear accel-
erations of the head with reference to the base of the
neck in response to the input acceleration measured at
that point. A redundant photographic data system is be-
ing used for validation. Preliminary results are pre-

sented.
w 69-7 Assessment of semicircular canal function: 1. Measure-
t,“ NAMI ments of subjective effects produced by triangular wave-
i 1073 forms of angular velocity, June 1969,

By Fred E. Guedry, Gale G. Owens, and Joel W. Norman.

h Two methods were compared for measuring subjective angu-

lar displacement produced by triangular waveforms of
angular velocity while subjects (N equals 11) were enclosed
in a vertical-axis rotation device that excluded visual and
auditory cues of angular motion. Accuracy of subjective
estimates was influenced by the methods and by the magni-
tudes of the acceleration comprising the stimulus wave-
forms. Results suggest that one of the methods, with
slight modification, will provide reliable indication of
the subjective effects of controlled semicircular canal
stimulation. A follow-up experiment, reported separately
as Part 11, deals with this modification.

69-8 Autonomic responses to vestibular stimulation, April 1969.
?32; By Pei Chin Tang and Bo E. Gernandt.

Decerebrate, paralyzed cats were used to determine some
autonomic effects of vestibular stimulation and to estab-
lish through which peripheral links this vestibulofugal
activity was transmitted. Vestibular stimulation increas-
ed both rate and depth of respiration, as demonstrated by
phrenic and recurrent laryngeal nerve recording, and a
marked elevation in blood pressure accompanied this effect,
When the strength of stimulation was reduced and the evoked
respiratory effeci weak or questionable, the stemic blood
pressure declined. Vestibular stimulation elicited strong
responses from the neck vagus nerve, but this vestibulo-
vagal activity was found to be conducted exclusively in

the recurrent laryngeal nerve and not in the vagus nerve
proper Only the sympathetic portion of the autonomic
system responded to vestibular stimulation, thus providing
vestibular impulses a channel for reaching different ef-
fector organs. The responses obtained from the neck sym-
pathetic nerve were analyzed and their characteristics
described.

. 8 A N

e TR
.4'-.'.~.‘~

14

TR




. .
-----------

Report Number

69-9

69-10
NAMI
1071

Evaluation of the human body as an airfoil, May 1969,
By W.P. Schane and Dean Borgman.

Five subjects were used to determine the 1ift and drag
characteristics of the human body held in a tracking atti-
tude. The effects of eight different parachute pack con-
figurations were tested to evaluate the influence of the
pack upon 1ift and drag.

The mean C;, of our unencumbered subjects (0.374) corres-
ponded to the Cj, attributed to Straumann's ski-jumpers
(0.43).

Changes in parachute pack configuration significantly
changed L/D, Ci, and Cp. Subjects appeared to be homo-
geneous.

Design of a pack tray is described which, by test, had a
significantly higher L/D than any currently available
parachute pack tray configuration.

Man is not an ideal subject to test as an airfoil in the
wind tunnel.

Rod and cone contributions to S-potentials from cat retina,
June 1969.

By Roy H. Steinberg.

The problem of whether the rods contribute to S-potentials
was studied in the intact eye of the cat. S-potentials
from luminosity units (L-units) were evoked by small spots
of relatively monochromatic light in dark and light-adapt-
ed retinae.

Dark adapted responses to blue light suggested that rods
were excited because both the "on" and "off" latencies
were long over a 3.0-log range of intensities. The spec~-
tral sensitivity curve for dark-adapted S-potentials had
its maximum at 500 nm and resembled Granit's scotopic
dominator.

Scotopically balanced blue and orange lights produced
equal-amplitude responses in dark adapted retinae. After
light adaptation the same S-potentials were always more
sensitive to the orange light., The Purkinje shift suggest-
ed by this result was confirmed by calculating the light-
and dark-adapted spectral sensitivities of several indi-
vidual S-potentials.

The spectral sensitivity curve for light-adapted S-poten-
tials had its maximum at 560 nm and resembled Granit's
photopic dominator. In light-adapted retinae, in re-
sponse to orange light, response latencies even at thresh-
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old were always much faster than in dark adaptation.

It is concluded that the rhodopsin rods contribute to S-
potentials (L-type) in the cat and that cones contribute
to the same responses. If the horizontal cells produce
these responses, then either rods and cones synapse with
the same cells or rod and cone horizontal cells connect
with each other.

The effect of performance relevance and feedback upon re-
sistance to anticipatory stress, August 1970.

By Xenia Coulter.

This study sought to demonstrate that, in a threatening
situation, if occurrence of harm depends upon performance
(relevance) and information is supplied regarding perform-
ance quality (feedback), resistance to stress will be en-
hanced even though stress magnitude (probability of harm)
remains unchanged.

Eighty aviation officer candidates were experimental sub-
jects; ten others were controls. A subject-paced, four-
choice discrimination task was used, and all subjects
were allowed an initial 5-minute practice session. Sub-
jects anticipated either a noxious event (electric shock)
or a benign event (bell).

Within each condition, four groups performed the task,
each with a different combination of feedback and rele-
vance: with neither, with both, or with one or the other.
Controls simply performed the task a second time.

Results indicate that: 1) anticipation in itself may be
stressful; 2) measured by changes in performance across
time, stress resistance is enhanced by both feedback and
relevance; 3) stress magnitude is best measured by per-
formance variability; and 4) performance level, which is
related by a U-shaped function to stress, may reflect
motivational aspects of stress.

Rod-cone interaction in S-potentials from cat retina,
June 1969.

By Roy H. Steinberg.

Rod-cone interaction in cat S-potentials was studied byv
analyzing the effect of wavelength and intensity upon the
form of dark-adapted responses. Flashes of white light
and relatively monochromatic flashes produced responses
that seemed to originate from the excitation of both re-
ceptor tvpes. The rod response changed as a function of
intensity, peaking at ~ 2.5 log above threshold and in-
creasing in duration at~ 3.0 log above threshold. The
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cone response seemed in some way to add to the changing
rod response. V-Log I curves showed that the rod respon-
ses reached a ceiling (initial peak voltage) at~ 3.5 log
above threshold while the maintained voltage leveled off
at a lower intensity., Both ceilings were obscured by the
apparent addition of the cone contribution. Cone and rod
responses to brief orange and blue lights of moderate in-
tensity, separated in time, added together across a com-
plete range of intervals.

Automated column chromatographic analysis of deacylated
phospholipids, June 1969.

By J.G. Wetmur and C.R. Wilson.

A procedure is fully described for isolation and deacy-
lation of phospholids from serum or tissue. Control ex-
periments are described that insure maximum yield with
minimum degradation. A completely automated system is
described for column chromatographic resolution and quan-
titative analysis of the fractions. Elution profiles for
human serum and red cells and for rat liver deacylated
phospholipids are shown. All of the seven fractions are
identified.

Assessment of semicircular canal function: TII. Indivi-
dual differences in subjective angular displacement pro-
duced by triangular waveforms of angular velocity, June
1969,

By Gale G. Owens and Fred E. Guedry, Jr..

Mean estimates (N equals 26) of short arcs of passive
whole-body rotation about an earth-~vertical axis were accu-
rate when subjects used a psychophysical procedure that
involved counterdisplacement of a pointer on a dial. The
required retrospective displacement judgements yielded

more accurate mean estimates of angular displacement than
were obtained in an earlier experiment which probably in-
volved concurrent velocity matching,

The differences in response curves in the various condi-
tions of the two experiments clearly illustrate the im-
portance of attention to psychophysical procedures prior
to attempting to develop models of the vestibular end-
organs to explain results. The method used in this ex-
periment is sufficient to detect prominent individual
differences within a sample of aviation training candi-
dates, and the results obtained thus far indicate high
test-retest reliability (r;, equals .94).
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The rod after-effect in S-potentials from cat retina, 18
June 1969.

By Roy H. Steinberg.

The relation of the rod after-effect to percentage rho-

dopsin bleached was studied in S-potentials from cat retina.

At threshold, flashes which produced the rod after-effect

bleached only very small quantities of rhodopsin; and at {
a fixed flash duration, the duration of the after-effect

increased as a function of log intensity.

The after—-effect's threshold occurred at about the inten-
sity which saturated the maintained voltage. With flash
intensity fixed (6.5 log td. scotopic) and flash duration
increased (0.5 to 64.0 sec) the duration of the after-
effect was a linear function of exposure time. The dura-
tion continued to increase after an exposure of 16 sec,
even though at least 99 per cent of the rhodopsin had been
bleached. 1t is concluded that the aftereffect originates
from something which accumulates after the maintained volt-
age in rod pathways reaches a ceiling. The accumulation
can continue at a fixed rate irrespective of the bleach-
ing rate.

Forms of closed circular DNA in rat liver during regenera-
tion and following aminoazo-dye carcinogenesis, June 1969.

By James G. Wetmur and Charles R. Wilson.

The closed circular forms of DNA of rat liver have been
observed during aminocazo-dye carcinogenesis, during regene-
ration following partial hepatectomy and in control ani-
mals. Paucidisperse multiple mitochondrial forms were not
observed. Polydisperse smaller molecules were observed
following treatment with chemical carcinogens. The cumu-
lative frequency histogram shows the same profile as others
observed in HelLa cells. The relative quantity of the

small circles to the mitochondrial circles normally pre-
sent was extremely small.

No conclusions could be drawn regarding the source of

these molecules. We conclude that neither regeneration nor
carcinogenesis results in an alteration of the genetic re-
combination apparatus of a magnitude which might yield
significant quantities of the two aberrant forms of closed
circular DNA.

Temperature dependence of venom phospholipase A and related
haemolvsis, June 1969,

By W.P. schane, J.C. Wetmur, and C.R. Wilson.
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Phospholipase A activity of the venom of Crotalus adman-
ateus was found to increase by a factor of twe for every
10 degree C. increase in temperature. A percentage of
haemolysis of red cells by lysolecithin produced by phos-~
pholipase A occurred at two times lower lysolecithin con-
centration for every 10 degree C. decrease in temperature.
Under all conditions, percent lysis increased with decreas-
ing temperature, although initially the temperature de-
pendence is small. At any time, decreasing the tempera-
ture in a complex reaction mixture would be expected to
produce an instantaneous increase in the percentage of
cells lysed.

Effects of cyanide and 2 deoxyglucose on proximal tubular
function in the rat kidney, June 1969.

By Stephen W. Weinstein.

A serics of 13 experiments were performed to study the
effects of cyanide, and oxidative inhibitor, and 2 deoxv-
glucose (2DG), a gycolytic inhibitor, on the function of
the proximal tubule of the rat's kidney. The technique
utilized was split o0il droplet microperfusion of surface
proximal nephron segments with sequential photomicrography.
Isotonic saline was the control perfusion fluid. Cyanide
reduced the reabsorptive rate of the perfused nephron seg-
ments to 50% of the control. 2DG had no effect on saline
reabsorption. Cyanide plus 2DG perfused simultaneously in
saline inhibited reabsorption to the same degree as did
cyanide alone. These results are interpreted as indicat-
ing almost total dependence on proximal tubular reabsorp-
tion of filtrate upon energy available from oxidative meta-
bolism. Since reabsorption of filtrate in this segment is
mediated through active sodium transport, it would appear
that oxidative metabolism and not glvcolysis is the energv
source for this process.

Effects of 2.4 dinitrophenol on proximal tubular sodium
reabsorption and permeability to non-electrolytes in the
rat kidney, June 1969.

By Stephen W. Weinstein.

A series of 19 experiments were performed to study the ef-
fects of 2,4 dinitrophenol (2,4 DNP), an uncoupler of oxi-
dative phosphorylation on the capacity of the proximal
tubule of the rat kidney to reabsorb isotonic sodium chlor-
ide and to limit passive permeation of nonelectrolvtes.

The technique utilized was sequential photomicrographv of
split oil droplet microperfusions of surface proximal con-
volutions. The perfusion flulds were isotonic solutions

of saline, mannitol, sucrose and raffinose.
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The addition of 2,4 DNP had no effect on isotonic saline
absorptive rate. However, it increased the rate of reab-
sorption of the nonelectrolytes.

The results suggest an intimate linkage in the proximal
convolution of sodium transport directly to the electron
transport system since 2,4 DNP prevents oxidative phospho-
rylation without inhibiting electron transport. In con-
trast permeability of this tubular segment to nonelectro-
lyvtes is enhanced bv 2,4 DNP. At least two mechanistic
and two functional explanations are possible for this ef~
fect. These are discussed and their implications con-~
sidered.

The effect of prior exposure to a harmful event upon sub-
sequent performance under threat, June 1969.

By Xenia B. Coulter and Mary Anne Overman

Earlier research stressed the
tude of threat when measuring
harm (electric shock). Level
before testing by varying the

need for controlling magni-
susceptibility to fear of
of threat was manipulated
intensity of demonstrated

shock and the stated probability of receiving shock at a
specified point during a given experimental performarne
task.

The present study investigated effects of: 1) the s:ated
probability at .25 versus .85 with no pretest shock demen-
stration and 2) pretest shock demonstration versus no de-

monstration with the stated probability held constant at
.65.

Subjects were 70 entering aviation trainees. The task was
a subject-paced four-choice discrimination task. Ten sub-
jects were used as controls, with the remainder divided
among the experimental conditions. A 5-minute practice
period without threat preceded a 5-minute experimental
period for all conditions. It was concluded that: 1)
shock demonstration is not necessary, and its elimination
would provide a more useful range for individual differ-
ence measurement} 2) .65 probability is better for produc-
ing measureable performance decrement than either the lower
or higher extremes of .25 and 185: 3) threat perception as
measured by mean performance level across time may be as
useful a parameter as performance decrement immediately
preceding the anticipated harmful stimulus.

Micropuncture studies on the mechanism of sulfate excre-
tion by the rat kidney, July 1969.

By Stephen W, Weinstein.
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A series of free flow micropuncture experiments were per-
formed on rats undergoing sodium sulfate diuresis. End
proximal tubular fluids and ureteral urines from the punc-
tured kidney were collected. The data indicates that
tubular fluid/plasma (TF/P) ratios for sulfate remained
close to 1.0 and filtrate reabsorption was quantitatively
normal during sulfate infusion in the proximal tubule,
Final urine analysis suggested that all sulfate leaving
the proximal convolution is excreted. The data is inter-
preted as evidence that sulfate is not handled by a TM
limited mechanism in the rat kidney. Rather it appears
dependent upon filtration rate, proximal tubular reabsorp-
tive rate and plasma concentration of the anion. A com-
parison of bicarbonate reabsorption during carbonic anhy-
drase inhibition to sulfate reabsorption in the rat neph-
ron suggests greater proximal passive permeability to sul-
fate than bicarbonate and equally restricted distal neph-
ron permeability.
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70-2 Real-ear sound attenuation characteristics of CBS Labora-
tories' MARK II earphone enclosures, July 1969.

By Robert T. Camp, Jr. and Ronald F. Kovacs.

The real-ear attenuation characteristics of the CBS Labora-~
tories' MARK II earphone inclosures were mounted in an

Army APH-5 helmet. The results of the test show that the
MARK II earphone inclosures do improve the attenuation
characteristics of the APH-5 at frequencies from 75 to 500
Hz. At higher frequencies between 3K and 8K Hz the attenu-
ation was less than that offered by the standard APH-5 ear-
muff. A comparison of the overall sound attenuation char-
acteristics of the MARK II inclosures and the SPH-3 (Modi-
fied) shows that the latter has superior attenuation char-
acteristics.

70-3 Visibility from the rear seat of the U.S. Army 0-1A (Bird
Dog) aircraft, August 1969.

By John K. Crosley and Robert Wa.Bgiley.

The dynamic visual field of view was measured from the

. rear seat of the U.S. Army 0-1A (Bird Dog) aircraft. Sub-
- jects from the 5 and 95 percentile level sitting eye

' heights were used to determine the changes in field of
view when the short man occupied the front seat and the
tall man the rear, and vice versa. Changes occurring as a
result of using a cushion, sitting in a fixed position, or
moving the extent of the seat harness were also measured.
Recommendations are made concerning seat adjustment char-
acteristics, rear window design, the availability of in-
struments to the instructor pilot in the rear seat, and
the weather standards for dual VFR flight.
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Interaction between stress, vigilance and task complexity
in flight personnel.

This report was not published and is not available,

Measurement of toxic hazard due to firing the weapons of
the UH-1B armed helicopters, August 1969,

By G.L. Hody.

The toxic exhaust products of machine guns and rockets
fired from armed helicopters can create a hazard for the
crew. A toxic hazard evaluation was carried out with the
UH-1B armed helicopter. Special methods were used to mea-
sure rapidly changing levels of carbon monoxide in the
helicopter during actual flight testing. The exposure to
metallic particles was also recorded. No toxic levels of
weapons exhaust were present in the cabin during any prac-
tical mission profile with the specific weapons tested.
These tests are part of a continuing armed helicopter
toxic hazard study program at USAARL.

The effect of semicircular canal stimulation during tilt-

ing on the subsequent perception of the visual vertical,
November 1969.

By Charles W. Stockwell and Fred L. Guedry.

When a man is accelerated on a centrifuge, the direction
of gravitoinertial vertical changes relative to his body.
However, a lag occurs in his perception of this change.
The hypothesis has been advanced that the perceptual lag
in this situation is partly the result of a conflict be-
tween signals arising from the semicircular canals and
from the otolith organs. To test this hypothesis, sub-
jects were tilted in such a way that thev received consis-
tent semicircular canal and otolith signals. This was ac-
complished simply by tilting them 30 deg from upright in
their frontal plane. Immediately after being tilted,
these subjects made estimates of the vertical which were
approximately accurate, and they continued to make accu-
rate estimates throughout the 140-sec judgement period.
The absence of a perceptual lag under these circumstances
supports the hvpothesis.

Sample helicopter flight motion data tor vestibular retec-
ence, November 1969,

By W.C. Hixson and J.1. Niven.

linear and angalar mo-
tion flight data collected on a noninterference basis

aboard the following military helicopters: AG=1G, UH-1B,
UH=1D, OH=06A, CH-47, and UH=2B. Measurement data

This report presents low-frequencw
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during various tactical maneuvers and routine flight opera-
tions included the triaxial linear accelerations occurring
along the roll pitch, and yaw axes and the triaxial angu-
lar velocities occurring about the same three reference
axes.

The semiautomated test system: a tool for standardized
performance testing, November 1969.

By H. Rudy Ramsey.

For performance tests to be truly standardized, they must
be administered in a way that will minimize variation due
to operator intervention and errors. Through such techno-
logical developments as low-cost digital computers and
digital logic modules, automatic test administration with-
out restriction of test content has become possible. A
Semiautomated Test System (SATS), incorporating program-
mable digital logic modules for control, has been developed
to allow an experimental psychologist, unassisted and with
a minimum of sp=cial training, to set up and modifv tests
or experiments; thus, it is especially useful for explora-
tory studies. The structure of the SATS is described and
an example is presented to clarifv the operations involved
in its use.

The design of a literature file in aircraft-related envi-
ronmental medicine, November 1969,

By G.L. Hody.

The U.S. Army Aeromedical Research Laboratory is often re-
quired to make specialized measurements and perform ap-
plied research in aircraft-related areas of environmental
medicine. Rapid access to the periodical literature is
essential for the completion of many of these projects.

A growing file of reprints from the periodical literature
is available at USAARL. A method for the orderly storage
of the reprints in printed form and a separate scheme for
rapid retrieval of abstracts was developed for the file.
Both methods were based upon the natural organization of
the data. Storage of papers within the file will be based
on the major topic of each reprint while retrieval will be
accomplished by the use of kev words. The combined svs-
tem is expandable and can be easily adapted to a variety
of mechanical, electro-optical and computer storage and
retrieval methods.,
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70-10 Influence of vestibular stimulation and display luminance
NAMI on the performance of a compensatory tracking task, Feb-
1097 ruary 1970.

By Richard D. Gilson, Alan J. Benson, and Fred E. Guedry,Jr.

Loss of acuity for visual details in aircraft during un-
usual maneuvers has been documented by Melvill Jones. Re-
cent investigations of this problem have served to define
the magnitude of semicircular canal stimulation necessary
to produce nystagmus of sufficient strength to degrade
visual acuity. Present work extends former observations
by investigating the effects of levels of illumination
during semicircular canal stimulation on the performance
of a task requiring vision. The illumination levels were
selected to encompass the range used in aircraft cockpits.

A compensatory tracking task with an aircraft instrument
as the display provided an indirect measure of this loss
of visual acuity and a direct practical measure of per-
formance. It was found that decreasing the luminance of
the display over a range from the highest to the lowest
levels normally used in cockpits significantly magnified
the degradation of tracking performance resulting from
vestibular stimulation, while producing only small changes
in nystagmus. Without vestibular stimulation, the same
changes in luminance resulted in no significant alterations
in tracking performance. It appears that for a given
level of nystagmus, performance of visual tasks may or may
not be impaired depending on the level of illumination. It
is suggested that the adverse effects of retinal smear
resulting from nystagmus-produced image movement across
the retina are augmented by decreases in luminance. Ap-
plication of these results to aircraft operation is dis-

cussed.
70-11 Two procedures for applied and experimental studies of
NAMI stress, February 1970.

1099 8y Robert S. Kennedy.
To compensate for the low reliability of physiological
manifestations of sympathetic nervous system activity two
- methods are offered. The first method requires a major
) research program by which a valid criterion of stress
would be determined by experimentation, and then predictors
of this criterion would be obtained empirically by cor-
relational techniques. These predictors could then be
crossvalidated. By using the prodictors, the influences
of psvchological stress and phvsiological stress could be
separated. Whether a functional relationship exists be-
tween the magnitude of the response to stress and the
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probability of its occurrence could then be determined.
The second method is similar but less exact. 1t has been
used successfully in motion sickness studies and avoids
the necessity of a long exploratory program with numerous
pilot studies.

A procedure for the control and regulation of the percep-
tion of the magnitude of the stress to the organism (human
and infrahuman) is offered for use with the two methods.
The lack of suitable control of this factor is discussed
in connection with previous research,

A comparison of subjective responses to semicircular canal
stimulation produced by rotation about two axes, May 1970,

By C.W. Stockwell and R.D. Gilson.

A practical procedure has been developed for obtaining re-
liable measures of sensation associated with semicircular
canal stimulation. Theoretically these measures can be
used along with measures of nystagmus to estimate several
vestibular response system parameters relevant in the clin-
ical assessment of pilot vertigo. In this experiment,
response produced by stimulation of the horizontal semi-
circular canals are compared with those produced by stimu-
lation of the vertical canals.

Group mean estimates of subjective angular displacement
obtained from 40 naval flight students were approximately
accurate for stimulation of both horizontal and vertical
canals. Significant individual differences were found
within the group. From the responses obtained, mean esti-
mates of vestibular system parameters were calculated. The
method appears to be a reliable and practical means of
measuring the st}parameter which has not been assessed in
the past due to a lack of a suitable method. The theoreti-
cal basis of the method is discussed.

The composition of the exhaust products of military wea-
pons: A comparison of calculated and experimental results,
March 1970.

By Ludwig Stiefel and George L. Hody.

The composition of the combustion products of the weapons
used in armed aircraft and other military vehicles must
be known accurately before their potential for creating a
toxic hazard for crew members can be evaluated. Experi-
mental determination is technically difficult and expen-
sive, while computer-assisted calculation, the alternate
method, is of unknown applicability. Due to the joint
efforts of the USAARL, the Air Force Rocket Propulsion
Laboratory, and the Frankford Arsenal Pitman-Dunn Labora-
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tories, some experimental and caleulated data tor the same
weapons svstems became available.  In this report, the
results of the two studies are presented and contrasted,
and the uscefulness ot computation methods in exhaust com-
position prediction is discussed.

Orientation-error accidents in regular Armv aircratt dur-
ing Fiscal Year 1967: Relative incidence and cost, Junc
1970,

Bv W.C. Hixson, J.1. Niven, and E. Spezia.

This report is the first in a longitudinal series of re-
ports dealing with the magnitude of the pilot disorienta-
tion/vertigo accident problem in regular Armv fixed wing
and rotary wing flight operations. Factors involved in
the development of an operational definition of the orien-
tation —error class of aircraft accidents are discussed,
Incidence and cost data presented for Fiscal Year 1967
include a total of 57 major and minor orientation-error
accideats (19 which were fatal), resulting in 45 fatali-
ties, 105 nonfatal injuries, and a total aircraft damage
cost of 10,144,034 dollars. The contribution of rotary
wing orientation-error accidents to this total was 55
accidents (18 of which were fatal), resulting in 44 fa-
talities, 104 nonfatal injuries, and a total aircraft
damage cost of 10,116,847 dollars.

Orientation-error accidents in reguar Army UH-1 aircraft
during Fiscal Year 1967: Relative incidence and cost,
August 1970,

By W.C. Hixson, J.I. Niven, and Emil Spezia.

This report is the first in a longitudinal series of re-
ports dealing with the magnitude of the pilnt disorienta-
tion/vertigo accident problem in regular Army UH-1 heli-
copter operations. Incidence and cost data presented for
Fiscal Year 1967 include a total of 50 major and minor
orientation--error accidents (15 of which were fatal), re-
sulting in 38 fatalities, 88 nonfatal injuries, and a
total UH-1 aircraft damage cost of 7,542,177 dollars.

Major orientation-error accidents in regular Army UH-1 air-
craft during Fiscal Year 1967: Accident factors, October
1970.

By W.C. Hixson, J.I. Niven, and E. Spezia.

Individual case history data extracted from the USABAAR
master aircraft accident files are presented on 44 UH-1
major orientation-error accidents that occurred during
Fiscal Year 1967. Summary data listings involving a vari-
ety of operational and pilot-related accident factors are
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presented tfor ecach of the 44 cases. The listings are ar-
ranged to distinguish between those factors and events
present before takeoff, i.e., the initial conditions assoc-
iated with & given accident, and those that occurred or
were manifested during the actual airborne phase of the
accident flight.

71-3 A program for analyzing data with more than one score per
subject, by X. Coulter.

This report was not published and is not available.

71-4 Lighting factors affecting the visibility of a moving dis-
plav, August 1970.

By R.D. Gilson and R.H. Elliott.

Compensatory tracking performance was shown to be substan-
tially degraded by oscillation of the visual display at
both 1.0 Hz and 2.0 Hz. The severity of this decrement
was significantly altered by changes in both the color and
the intensity of the display illumination. Performance
was significantly better with red light illuminating the
display at 0.05 mL than with blue light at the equivalent
luminance. This improvement in performance was similar in
magnitude to that found for an increase in broad-brand
illumination of the display where luminance was increased
from one-half log unit below to one-half log unit above
0.05 mL. Visual mechanisms that may have been responsible
for these findings are suggested and practical considera-
tions of instrument lighting are discussed.

71-5 Family health education and its place in the training of
student aviators: A method, August 1970.

By Stanley C. Knapp.

Flight surgeons are often poorly understood; and their
real missions are not realized by military aviation stu-
dents and their families. The flight surgeon, because of
his prominent position in selection and retention of the
student aviator., may represent a threat to the aviator's
career. The Army Aviation Training Program is rapidly
expanding. Formal student-flight surgeon contact is rare.
A need for improving the image of the flight surgeon was
realized by the Department of Aeromedical Education and
Training, Army Aviation School, Fort Rucker, Alabama. A
method of health education discussions with the wives of
student aviators was developed.

The aims of the discussions were twofold. In the first
place, improving the image of the flight surgeon by early
and informal contact and enlisting the help of the wives
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in the care of their husbands as part of the flight sur-
geon's mission, and the presentation of a number of vital
aviation topics pertinent to the health and safety of the
husband-aviators.

Reliability and validity of the brief vestibular disori-
entation test compared under 10-RPM and 15-RPM conditions,
August 1970.

3y Rosalie K. Ambler and Fred E. Guedry, Jr..

A Brief Vestibular Disorientation Test (BVDT) was developed
that involves observer assessment of subjects' reactions
produced by head movements in a rotating chair. Reliabi-
lity of observers has been demonstrated, and significant
validation and cross-validation coefficients have been re-
ported for criteria of pass versus various types of sepa-
ration from pilot training.

It has also been established that the BVDT score signifi-
cantly augmented the multiple correlation of existing
aviation selection variables with the same criteria. The
purpose of this study was to determine if reliability,
validity, and augmentation of correlation could be obtain-
ed with less disturbance to the subject than that caused
by the 15-RPM speed of rotation used thus far in the BVDT.
Reduced disturbance and aftereffects are desired because
the BVDT is now envisioned as becoming part of the enter-
ing flight physical, and procedures that might either im-
pair performance on the other tests or require recovery
periods must be held to a minimum. The BVDT procedure used
here was identical to two previous studies except that a
speed of 10-RPM was used instead of 15-RPM. Subjects were
157 flight students who were tested within the first four
days of reporting for training. Retesting of 72 of the
subjects was conducted 9 weeks later. The test-retest and
rater reliability coefficients obtained were not quite so
high as for those who had the 15-RPM procedure, but they
were of acceptable magnitude. The validity coefficients
were approximately the same as those obtained for 15-RPM,
and significant augmentation of the existing selection
battery and cost effectiveness was demonstrated. It was
concluded, therefore, that the 10-RPM BVDT was a feasible
procedure. It was also concluded that, because the mean
score for the 10-RPM group was lower than the mean for
either of the two 15-RPM groups used previously, subject
disturbance had been reduced.

Analyzing affects of threatened harm, bv X. Coulter.

This report was not published and is not available.
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Medical and physiologic effects of ejection and parachut-
ing: An overview, August 1970,

By Stanley C. Knapp.

Design requirements for ejection seats and personal sur-
vival equipment sometimes omit as a criteria man's physio-
logic and psychologic limitations. Man's ability to come
through the ejection and parachute descent sequences unin-
jured is influenced directly by the design of the equipment
and his experience in the techniques of proper use. Many
limiting physiologic factors must be considered. Response
to multiple accelerations in multiple axes, wind blast,
effects of temperature extremes, anthropomorphic problems,
and neuromuscular response are among the factors discussed.

Engineers will find a knowledge of human factors vital to
the design of seat restraint systems, cushions, accessory
packs, control placement, catapults, the parachute, etc..
This broad overview reviews significant literature on

sport free fall, military static line, HALO, and ejection
parachuting statistics. Modes of injury and morbidity dur-
ing ejection and parachuting are detailed.

Problems of adaptation to long range, large scale aerial
troop deployments, September 1970.

By Stanley C. Knapp.

Discusses the demonstrated stresses and adaptation pro-
blems during large scale, long range, rapid reaction time,
aerial troop deployments. NATO Exercise REFORGER I, Jan-
uary 1969, and other recent large scale aerial troop de-
ployments are discussed. Long range aerial troop trans-
port and deployment is a technological achievement of the
1960's that has influenced and shaped international poli-
tical thinking and military strategy. ''Super transport
aircraft'", capable of around-the-world troop lifts, are a
reality in the military inventory. Careful consideration
has been given to the aircrews that operate these aircraft.
It is necessary to carefully assess the position, role,
and regard for the individual soldier, the '"passenger",
whom all of this aviation technology and engineering sup-
ports.

Historically, soldiers have proven to be flexible, well-
motivated, and capable of great personal and group ingen~
uity and adaptation in the face of stress. These factors
create fighting forces that are able to go almost anywhere,
at any time, by any means, and remain efficient and effec-
tive.

Certain human factors and parameters of personal adjust-
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ment and adaptation, however, are relatively fixed or slow.
Among them are requirements for sleep, food, fluids, exer-
cise, warmth, shelter, sensory stimulation, recreation,
periods of quiet, and physical and psychological support.
Man has proven biological or circadian rhythm that is
essentially unalterable over prolonged periods of stress,
let alone abrupt exposure. Man does not immediately adapt
to sudden environmental changes, i.e., seca level to
mountainous, arctic to equatorial, tropical to arid, or
pastoral to acquatic.

71-11 Living human dynamic response to -G impact acceleration.
NAMRL T1. Accelerations measured on the head and neck, October
1122 1970,

By Channing L. Ewing, Daniel J. Thomas, Lawrence M.
Patrick, George W. Beeler, and Margaret J. Smith.

A methodical investigation and measurement of human dyna-
mic response to impact acceleration was conducted as a
Joint Army-Navy-Wayne State University investigation. De-
tails of the experimental design were presented at the
Twelfth Stapp Car Crash Conference in October 1968.

Linear accelerations were measured on the top of the head,
at the mouth, and at the base of the neck. Angular velo-
city was also measured at the base of the neck and at the
mouth. A redundant photographic system was used for vali-
dation. All data were collected in computer compatible
format and data processing was by digital computer. Se-
lected data in a stage of interim analysis on 18 represen-
tative human runs of the 236 human runs completed to date
are presented.

Review of this data indicates that peak accelerations mea-
sured at the mouth are higher than previous estimates. The
time relationship of the peak resultant mouth accelera-
tions to the peak sled acceleration for this particular
accelerator and restraint system is described. The maxi-
mum peak resultant mouth acceleration was 47.8 g and the
peak mouth angular velocity on another run exceeded 30 rad/
sec, on nominal 10 g, 250 g/sec runs with no evidence of
unconsciousness or neurological deficit attributable to

the acceleration.

Representative plots of the human dynamic response are

. presented, discussed, and compared. A first order linear
S regression analysis for the peak mouth resultant acceler-
ation and the peak mouth angular velocity obtainable from
the peak sled acceleration is presented.  Important simi-
larities discovered in the time phasing of the human
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dvpnamic response to impact accelerations are nresented and
discussed.

71-12 Comparisonof tratkimg—task performance and nystagmus dur-
NAMRL ing sinusoidal oscillation in yvaw and pitch, October 1970,
1123

By A.J. Benson and F.E. CGuedrv, Jr.

Sinusoidal torsional oscillation (0,04 Hz, peak angular
velocity ¥60 to *159 deg/sec) degraded subjects' perfor-
mance of a compensatory tracking task bccause inappropri-
ate nystagmic eye movements impaired visibility of the
display. Responses to angular oscillation in vaw and
pitch were compared. During angular motion in the pitch-
forward direction the nystagmus frequency and slow phase
velocity, and the consequent performance decrement, were
significantly greater than during the pitch-back half
cycle. No such asymmetry was found during oscillation in
vaw where the nystagmus measures and error scores were
similar to those obtained in the pitch-back half cycle.
The poorer suppression of vestibular nystagmus during
pitch-forward motion is attributed to the higher frequency
and smaller amplitude of downbeating nvstagmus. Angular
oscillation in pitch induced motion sickness more rapidly
than a comparable yaw-axis stimulus.

71-13 The use of high intensity Xenon lighting to enhance U.S.
Army aircraft day/night conspicuity, January 1971.

By John K. Crosley, William E. Mclean, Ronald G. Tabak,
and Robert W. Bailey.

In-flight studies were performed at Fort Wolters, Texas,
to compare the effectiveness of aircraft-mounted, high-
intensity Xenon flashtube lights for increasing the con-
spicuity of small trainer helicopters (TH-55) during both
daytime and nightime flights. Twenty-eight subjects rated
both lighted and nonlighted aircraft visibility as viewed
from the ground and from air-to-air in differing flight
modes. Data are presented to indicate tbe increase

in aircraft conspicuity available throug. _he application
of this type of lighting.

tf: 71-14 Effect of Isoniazid on performance, February 1971.

N

. By Richard O. Nossman and Mark A. Hofmann.

k‘ Nine aviators who converted from negative to positive on a
_—

- tuberculosis tine test performed a variety of laboratory

tests given before, during and after INH therapv. INH

was administered prophylactically at dosage levels of 300
mg per day. The tasks consisted of reaction time (auditory
and visual), rotarv pursuit tracking, mental multiplication
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and digit span. The data did not indicate that the drug
adversely affected performance on any of the tasks utilized.

Nystagmus responses during rotation about a tilted axis,
March 1971.

By C.W. Stockwell, G.T. Turnipseed, and F.E. Guedry, Jr.

A persistent horizontal nystagmus response is elicited

when a man is rotated at constant velocity about an Earth-
horizontal axis. This response comprises two components:

a directional bias and a cvclic modulation of the bias
level. Observations were made of the effects of three
stimulus variables: rate of initial acceleration, rate of
steady rotation, and angle of tilt of the rotation axis.
Bias and cyclic modulation were affected differently by
stimulus variables, especially by rate of steady rotation,
suggesting the presence of two separate response mechanisms.
Previous experiments indicate that both mechanisms depend
upon the otolith system, although the possibility of a
semi-circular canal contribution remains. Thus it is
reasonable to conclude that these response components pro-
vide a means of assessing the dynamics of otolith-regulated
responses.

Nystagmus and visual performance during sinusoidal stimu-
lation of the vertical semicircular canals, March 1971.

By Fred E. Guedry, Jr., and Alan J. Benson.

Men were positioned on their sides and oscillated sinus-
oidally (0.04Hz, peak velocity *90 deg/sec) about an Earth-
vertical axis. 1Initially, nystagmus slow phase velocity
was about equal during the forward- and backward-pitch
halves of the stimulus cycle in darkness; but when subjects
tracked a dimly illuminated aircraft instrument, slow

phase velocity during forward pitch was about ten times
that during backward pitch. Consequently, tracking errors
were much greater during forward pitch. Change in lumin-
ance level from 0.01 ft-L to 1.0 ft-L produced small,
statistically significant decrements in slow phase velo- |
city and substantial improvements in tracking performance.
Following this part of the experiment, nystagmus was again
recorded in darkness. There was a differential decline in
slow phase velocity, the slow-phase-down response showing
significantly greater decline. Stimulus-response phase
relations were also altered for the slow-phase-down re-
sponse, but were unaltered for the slow-phase-up response.
It is proposed that interactions between eyelid and eye-
ball movements caused different frequencies of upbeating
and dowmbeating nystagmus which, in turn, produced differ-
ent visual suppression of slow phase velocity in the two
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halves of the stimulus cycle. The asymmetric visual sup-
pression may have contributed to the asymmetric habituation
of the two reactions.

71-17 Crash injury economics: The costs of training, maintain-
ing and replacing an Army aviator, April 1971.

By Armand E. Zilioli.

While the hardware costs of Army aviation accidents are
known, the monetary costs of injuries and fatalities have
not been determined. In order to ascertain these costs,
the training and maintenance costs of aviators are needed.
This report presents a study of training and maintenance
costs of Army aviators in all grade levels from training
up to, including, and after an accidental death.

A random sample of five Army aviators in each grade level
was used in the study. Cost data following their hypo-
thetical death in an Army aircraft accident were projected
using Social Security Administration and Veterans Adminis-
tration acturial figures, data, and tables. The minimum
cost for training a bachelor rotary wing Warrant Officer
Candidate with no previous military experience is 38,035
dollars. The total cost to the United States Government
up to and after the accidental death of an Army aviator in
an Army ~ircraft can range from 102,670 to 759,954 dollars,

Monetary costs to replace the aircraft crew often exceed
by several times the cost to replace the aircraft.

71-18 Crash injury economics: Injury and death costs in Army
UH-1 accidents in Fiscal Year 1969, December 1971.

By Armand E. Zilioli and Jay C. DBisgard.

Injury and fatality costs of Army aircraft accidents have
never been determined. During FY69, there were a total of
546 major and minor noncombat aircraft accidents involving
UH-1 type helicopters. This report presents an economic
study of the 160 individuals with major injuries and 227
fatalities which occurred in 129 of these accidents. Minor
injuries werc not considered in this study. Personnel
costs of aircraft accidents were evaluated using hospitali-
zation and convalescence times and costs, pay costs, re-
placement costs, funeral costs, death benefits, and Vet-
4 erans Administration and Social Security Administration

- benefits. These costs were computed using the least ex-

' pensive method. Human costs, such as pain, suffering, de-
formity, or the loss of earning power are factors which
are real costs but which cannot be determined. The total
treatment time for the 160 injured individuals was 19,097
days. When considered on the basis of a 246 day work
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vear, the total treatment time equeled 77.6 work vears.
The average personnel costs ot an aircraft accident ranged
from 38,227 dollars for a survivable accident to 408,757
dollars for a nonsurvivable accident. The average hard-
ware cost of an aircraft accident was 220,772 dollars.,

The monetary cost of injuries and tatulities can often
considerably exceed the sum required to replace an air-
cratt,

Eng incering test of lightweight underwear of the winter
flight c¢lothing svstem: thermal protection, June 1971,

)

Bv Francis sS. Knox, George R, McCahan, Jr., Thomas 1.
Wachtel, Walter Po Trevethan, Andrew S, Martin, David R.
DuBois, and George M. Keiser.

Describes the use of a biovassay technique to evaluate the
lire resistant and thermal protection capabilitices of the
lightweight underwear of the Armv winter flight clothing
system.  Samples of fabrics under consideration tor inclu-
sion in the Army winter tlight clothing svstem were mounted
on a template and held in contact with the side of a pig.
Thus protected the pig was exposed to a flame source cali-
brated to simulate a well developed JP-4 f{ire.

Exposure times of 1.75, 3.50, and 7.0 seconds were used.
Evaluation of resultant skin burns shows that none of the
tabric svstems as evaluated, meet the essential require-
meat of 160 seconds protection.  Single-lavered fabric (No-
mex shell fabric) offers slight proteccron and double-lav-
ered tabric systems (Nomex outer shell with cither Nomex
underwear or 507 cotton/507 wool underwear) offer more

than three times the protection of single lavers, but

still tail to provide 10 seconds of protection. The H0/
cotton/30 wool underwear offers ecqual or better protection
than experimental Nomex underwear ween under standard No-
mex outer shell. Washing does not atfect thermal protec-
tion. The data further indicate tnat the method using

pors provides a veryv consistent and meaningful wav of eval-
uating thermal protective tabrics.

Lffects of alcohol ingestion on trackine performance dur-
ing angular acceleration, Mav 1971,

By William F. Collins, Richard D. Gilson, David J.
Schroeder, and Fred E. Guedrv, Jr..

Following practice, two sroups of 10 subicets cach wore
given pre= (baseline) tests of tracking pertormance in
both static (stationary) and dvonamic (vhole bodv anvular
acceleration) conditions.  One group then received orange
juice which contained 2.0 ml of 100=proot vodka per wky of
subject weighty the other proup drank orange juice with a
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few drops of rum extract added. All subjects were led to
believe that they were receiving alcohol. Additional

tests were conducted 1, 2, 4, 8, and 10 hours after drink-
ing.

All tests were in total darkness with the exception of the
visual display which was illuminated to a level recommended
for cockpit imstruments. Static tracking error declined

[ - slightly for the control group, but increased over the pre-
k- drinking level during the 1-, 2-, and 4-hour tests for the
i;_ alcohol group; only the l-hour scores differed significant-
}f ly from the pre-scores for the alcohol group.

In comparing the two groups, static tracking errors for
alcohol subjects were significantly higher than those of
control subjects only at the 4-hour session when the ¢f -
fects of alcohol were beginning to wane. However, in the
dynamic tests, alcohol subjects made significantly more
tracking errors than control subjects during the 1~-, 2-,
and 4-hour sessions. These data suggest that eve-hand
coordination may show little or no impairment following
alcohol ingestion in static situations, vet mav be serious-
ly degraded during motion.

71-21 Environmental effects on attack helicopter crew task per-
formance in the NATO Theater, Mav 1971.

Edited by Stanley C. Knapp.

R Addresses the unique tasks, requirements and demands upon
" attack helicopter crews and the effects of the environment
.- upon the performance of these tasks. Night operations

under low ceilings, nap-of-the-earth flight profiles and

a threat of sophisticated anti-aircraft weaponry is defincd
as the "worst-credible-environment” for the NATO Theater.
In this environment, the attack helicopter and its crew
will be expected to fly a large percentage of its missions
and deliver its ordnance with a high degree of accuracv.

Task performance is outlined in a detailed matrix, Collec-
tive tasks are grouped into functional task clusters. The
effects of climatic conditions, the hostile threat, social
and civil factors upon performance of these task clusters
are discussed. The effects of the machinc¢/mission created
environment are presented and include hvpoxia, toxic pro-
ducts, temperature extremes, visual and optical problems,
acoustics, vibration and human factors. Alrvcraft safety

- and reliability arce directlv attected by all of thesc

tactors.
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Simple and practical solutions for ncarly all factors pro-
sented are available with current technolopv. Application
and implementation of these seolutions, with explicit con-
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sideration given to environmental factors and human capa-
bility, will insure maximum performance from both men and
machines.

The neurological etfects of INH, December 1971.
Bv J.E. Jordan, Stephen Shields, and Dan Bochneak.

INH was given to a group of 28 volunteer civilian aviators.
Neurological examinations, mental status examinations,
EEGs, and visual evoked potentials were monitored at con-
trol, six months and twelve months. Minor changes were
observed in all the measures; none of these changes were
severe enough to be of great concern. No evidence was
found to justify restriction of flying during INH admini-
stration, although the results of this study suggest that
careful monitoring of patients taking INH is indicated.

Ef fects of Isoniazid on performance II, June 1971.
By Mark A. Hofmann and Richard 0. lNossman.

Seventeen aviators who converted from negative to positive
on a tuberculosis tine test performed a variety of labora-
torv tests given before, during and after INH therapy. INH
was administered prophylactically at dosage levels of 300
mg. per day for one year. The tasks consisted of reaction
time (auditory and visual), rotary pursuit tracking, mental
multiplication and digit span. The data did not indicate
that the drug adversely affected performance on any of the
tasks utilized.

The testing of thermal protective clothing in a reproduc-
ible fuel fire environment, a feasibility study, June 1971.

By John D. Albright, Francis S. Knox, David R. DuBois, and
George M. Keiser.

Sets forth the conceptual design for a facility intended
for development and evaluation of thermal protective clo-
thing in a reproducible fuel fire environment. The methods
developed relate thermal characteristics of fabrics to
biomedical aspects of burn prevention. A number of bio-
engineering problems are identified, the resolution of
which is expensive and time consuming.

It is concluded that construction of the facility designed
is technically feasible. Due to the magnitude and complex-
ity of the bioengineering problems identified, and because
of advances in laboratorv testing methods, however, con-
struction of such a facility is not considered to be a
prudent expenditure of public funds at this time. Opera-
tionally oriented bioengineering/aeromedical evaluation of
thermal protective clothing systems remains essential,
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Nvstagmus responses during triangular wavetorms of amgolar
velocity about the Y- and 7- axes, Julv 1971,

By R.D. Gilson, C.W. Stockwell, and F.E. Cuedry, Jr..

Nvstagmus response parameters were estimatoed by oa test pro-

cedure using short triangular waveforms of angular velocit .

Mean estimates were determined as tollows: /7 =15.)5 second
and K~(--/')=8.0 seconds for the horizontal semicivenlar
canals, and /' =6.8 scconds and K- ( / )=5.4 seconds tor
the vertical semicircular canals.  The /0 values are con-
sistent with results obtained by other methods.  Values

of K- (/) have not been herctofore assessed.  Determi-
nation of the effects of stimulus distortion on the values
of the response parameters and estimates of intersubject
and intrasubject variability are included. Also incloded
are nomograms that permit a simple and accurate method tor
calculating /° and K- (/).

Effects of different alcohol dosages and displavy illumi-
nation on tracking performance during vestibular stimula-
tion, July 1971.

By Richard D. Gilson, David J. Schroeder, William .,
Collins, and Fred E. Luedry, Jr..

A previous investigation shows that alcohol impairs the
ability to suppress vestibular nystagmus, thus degrading
visual compensatory tracking performance during angular
acceleration. Reduced display illumination, independently,
has also been showu to degrade tracking performance during
vestibular stimulation. The present study investigated

the way in which low and moderate dosages of alcohol and
two levels of instrument-display illumination combined to
affect tracking performance a) in a static (no motion) en-
vironment, and b) in a dynamic (whole-bodv motion) environ-
ment. Mean blood-alcohol levels as low as 0.027 per cent
significantly (p-.05) decreased tracking performance dur-
ing whole-body motion, yet caused little change in perfor-
mance in a stationary environment. Impairment was much
more pronounced with dim display lighting (0.1 ft-L)

than with bright lighting (1.0 ft-L). These results sug-
gest that serious problems may even be encountered by the
pilot who drinks lightly and who considers flying, espec-
ially at night.

Static comparison of vertical tape and vertical light emit-~
ting diode displays, August 1971.

By Robert H. Schrimser, Andrew S. Martin, Kurt E. Lidke,
Mark A. Hofmann, Erwin G. Braun, John K. Crosley, Ronald
G. Tabak, and Edgar C. White, Jr..
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Mhis studv was pertormed in three parts.  The tirst part
consisted of comparing a prototvpe light emitting diode
vertical display with a current vertical tape displav, for
reading speed and accuracy, under two viewing angles,
three levels of illumination, and two time conditions. The
results indicated that the sixteen (16) aviators (subjects)
over~estimated the LED instrument while the vertical tape
instrument was under-estimated.  In addition, absolute
crrors in reading were greater for the LED display than
they were tor the vertical displav, Time conditions and
ang les did not have a significant cftfect, while {llumi-
nation level for the LED's was of importance.

Part 11 consisted of a human factors facial design evalua-
tion for one vertical tape display and four prototvpe LED
displavs. All displays were found to be deficient when
compared to military standards and research recommendations.

Part 11l consisted of a photometric evaluation of the four
LED displays. The results showed that these displavs were
unacceptable for viewing under high ambient light condi-
tions and that gross luminance differences between indivi-
dual diodes existed within the same displav.

Orientation-error accidents in regular Army aircraft dur-
ing Fiscal Year 1968: Relative incidence and cost, Sept-
ember 1971.

By Jorma 1. Niven, W. Carroll Hixson, and Emil Spezia.

This report is the second in a longitudinal series of re-
ports dealing with the pilot disorientation/vertigo acci-
dent problem in Army fixed wing and rotary wing flight
operations. Incidence and cost data presented for Fiscal
Year 1968 include a total of 75 major and minor orienta-
tion-error accidents (26 of which were fatal), resulting
in 91 fatalities, 75 nonfatal injuries, and an over-all
damage cost of 12,381,805 dollars. The contribution uof
rotary wing accidents to these totals was 66 accidents
(21 of which were fatal), resulting in 80 fatalities, 70

nonfatal injuries, and an over-all aircraft damage cost
of 9,077,065 dollars.

Orientation-error accidents in regular Army UH-1 aircrati
during Fiscal Year 1968: Relative incidence and cost, Oct-
ober 1971.

By Jorma I. Niven, W. Carroll Hixson, and Emil Spezia.

This report is the second in a longitudinal series of re-
ports dealing with the magnitude of the pilot disorienta-
tion/vertigo accident problem in regular Army UH-1 heli-

copter operations. Incidence and cost data presented for
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occur, for the lowest dollar investment and 'down time"
required for its installation. This seat should not be

considered for incorporation into any future military
aircraft.

Real-ear sound attenuation characteristics of sixty-three
ear protective devices, by R.T. Camp, Jr.

This report was not published and is not available.

Studies of fluorometric assay procedures for lLysergic Acid
-Diethylamide, February 1972.

By Peter J. Kasvinsky.

Studies of the available fluorometric assay procedures for
LLSD-25 are described for possible clinical application.
Variability of plasma 'blank' background flourescence
values were found to prohibit the use of standard fluoro-
metric procedures without modification. A little known
fluorometric procedure is described, which minimizes this
problem and maintains the sensitivity of the assay at the
subnanogram level.

Evaluation of the Grumman MK-J5D ejection seat in respect
to spinal alignment, February 1972,

By Burton H. Kaplan.

Three aviators from the U.S. Armv Aviation Test Board were
selected because of their representative anthropometric
sitting heights and seated in the Crumman Ejection Seat,
Type MK-J5D. Spinal alignments were evaluated by radio-
graphic analysis in each of two firing positions. Under
static conditions, no significant intra-subject variations
were noted in spinal alignment between the primary face
curtain or secondary 'D" ring firing position. Thoracic
flexion was found to be reduced in the MK-JSD when compared
to the MK-JA, B Ejection Seat. The 5th and 95th percentile
sitting height crewmembers appear to be more predisposed

to vertebral fracture than the 40th percentile due to seat
back contour design. The MK-J5D was subjectively more
comfortable than the MK-J5A, B Ejection Seat when evaluated
under optimal static conditions.

Helicopter In-Flight monitoring svstem, March 1972.

By Harlie W. Huffman, Mark A. Hofmann, and Michael R.
Sleeter.

This paper deals with the description of a helicopter in-
flight monitoring svstem. This svstem measures and re-
cords in real time, all six degrees of freedom of the air-
craft, cyclic, collective, and pedal inputs as well as
some status values.,
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Vietnam returnee survey, March 1972.
By Kurt E. Lidke, Mark A. Hofmann, and Andrew S. Martin.

This paper presents some results of a questionnaire given
to 300 Army aviators who served in the Republic of Vietnam.
The questions analyzed were primarily those concerned with
work patterns, physical conditions, medical care, ground-
ings and accidents. .

Orientation-error accidents in regular Army aircraft dur-
ing Fiscal Year 1969: Relative incidence and cost, April
1972.

By W.C. Hixson, J.I. Niven, and E. Spezia.

This report is the third in a longitudinal series of re-
ports dealing with the pilot disorientation/vertigo acci-
dent problem in Army fixed wing and rotary wing flight
operations. Incidence and cost data presented for Fiscal
Year 1969 include a total of 71 major and minor orienta-
tion-error accidents (22 of which were fatal), resulting
in 51 fatalities, 79 nonfatal injuries, and 11,928,660 dol-~
lars aircraft damage. The contribution of rotary wing
accidents to these totals was 65 accidents (20 of which
were fatal), resulting in 46 fatalities, 78 nonfatal in-
juries, and 11,724,852 collars aircraft damage.

Differential velocity and time prediction of motion,
April 1972,

By Kent A. Kimball, Mark A. Hofmann, and Richard 0.
rossman.

The investigation examined the effects of differential
target velocity, horizontal or vertical plane conditions
and air traffic controller experience on the intersection
time estimation accuracy of two converging targets. Per-
formance accuracy on this task was not significantly af-
fected by horizontal or vertical conditions nor by air
traffic controller experience. However, accuracy in mag-

nitude and direction was found to significantly vary as a '
function of cursor speed with slower speeds producing the

poorer performance. A differential effect for various
speed combinations was also noted. Estimation accuracy on
the slowest cursor speed when paired with the two faster
speeds was decreased while accuracy on the intermediate

speed was degraded when combined with either slower or fas- ?
ter speeds. Estimations on the fastest speed were not
affected by differential pairings.

Improving U.S. Army aircraft propeller and tail rotor
blade conspicuity with paint, May 1972.

s
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Bv John K. Croslev, Ronald . Tabak, Frwin . Braun, and
Robert W. Bailev.

Rotating propellers and tail rotors represent a potential
hazard tor personnel while aircraft are on the ground.
This study was conducted to ascertain it rotating blades
could be visually detected more easily by the judicious
application of paint. A total of 2@ observers rated nine
Jdifferent paint schemes for effectiveness. The results
showed that (1) the two schemes presently being used on
Armyv aircraft rated the poorest of all thosce investiyated,
and (2) the most conspicuous scheme was one which had
(from the tip toward the hub) a four inch secction painted
red-orange fluorescent, with the remaining surface divided
into thirds and painted alternately flat black and gloss
white. The black and white sections of the other halt of
the blade were reversed to provide a nonconcentric pattern.

Orientation-error accidents in regular Army UH-1 aircraft
during Fiscal Year 1969: Relative incidence and cost,
August 1972,

Bv W.C. Hixson, J.1. Niven, and E. Spezia.

This report is the third in a longitudinal series of re-
ports dealing with the magnitude of the pilot disorienta-
tion/vertigo accident problem in regular Army UH-1 heli-
copter operations. Incidence and cost data presented for
Fiscal Year 1969 include a total of 46 major and minor
orientation-error accidents (16 of which were fatel), re-
sulting in 39 fatalities, 67 nonfatal injuries, and
8,130,297 dollars aircraft damage.

Human head and neck response to irmpact acceleration, Aug-
ust 1972,

Bv Channing L. Ewing and Daniel J. Thomas.

A methodical investigation and measurement of human dyna-
mic response to impact acceleration conducted as a Joint
Army-Navy-Wayne State Universitv investigation.

Description of the experimental design data collection and
processing is given in detail. Ancillary research efforts
in support of the program are also described.

Representative plots of the human kinematic response are
presented, discussed and compared. Repeatability and
qualityv control plots are also presented. There are a
total of 755 computer drawn plots illustrating a character-
istic, repeatable response of human subjects to impact
acceleration.
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Major orientation-vrror accidents in regular Armey V=1 air-
. 8 )

craft during Fiscal Year 1969: Accident factors, Uctober
1972

By W.C. Hixson, J.T. Niven, and L. Spezia.

This report is the third in a longitudinal series of re-
ports dealing with the pilot disorientation/vertipo acci-
dent problem in regular Armv UH-1 helicopter operations.
Individnal case history data extracted from the USAAUS
master aircraft accident files are presented on 44 UH-1
major orientation-error accidents that occurred during
Fiscal Year 1969. Summarv data listings involving a vari-
ety of operational and pilot-related accident factors are
presented for each of the 44 cases. The listings are
arranged to distinguish between those factors and events
present before takeoff, i.e., the initial conditions as-
sociated with a given accident, and those that occurred or
were manifested during the actual airborne phase of the
accident f{light.

Development of a Bio-Pac for cardiac evaluation of porcine
research animals, August 1972,

Bv Thomas L. Wachtel, G.R. McCahan, and Lynn A. Alford.

This report describes a technique for implanting central
venous and aortic catheters via the jugular veins and
carotid arteries in miniature swine and the device design-
ed and utilized to protect these catheters. Such indwell-
ing catheters were easily maintained for fourteen days in
unrestrained, free roaming pigs while serial blood samples,
pressure recording, electrocardiographic monitoring, and
cardiac output measuring were conducted and infusion of
precise amounts of fluids or drugs administered.

The contractile response of the spleen of miniature swine
to intra-arterial infusion of epinephrine, September 1972.

By Thomas l.. Wachtel, G.R. McCahan, and William M.
McPherson.

The spleen of miniature swine is a blood organ which con-
tracts with intra~arterial injection of epinephrine (and
presumably other stressful stimuli) and thus autotrans-
fuses the animal. We recommend the removal of the spleen
of miniature swine prior to use of this animal for any
shock studies.

Determining the surface areas of miniature swine and dom-
estic swine by geometric design--a comparative study,
October 1972.

By Thomas L. Wachtel, G.R. McCahan, William I. Watson,
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and Michael Gorman.

The geometric design method provides an accurate means of
deriving the total bodv surface area (TBSA) of miniature

swine and also the percentage of the TBSA for a given area.
The formula for TBSA derived for domestic swine and the
"Rules of 5" are not applicable to miniature swine.  The

equation S equals 0.121 W.575 provides a more accurate
quick assessment of TBSA of minfature swine.

Anesthesia or immobilization of domestic and miniature
swine: Methods and some problems, December 1972,

By G.R. McCahan and T.L. Wachtel.

Anesthetic procedures, care, and handling of both minia-
ture swine and domestic swine have been outlined. Practi-
cal techniques to overcome some of the former difficulties
associated with endotracheal intubation are described.
Atropine and halothane were considered the best agents.

Bump protection evaluation of the Standard T56-6 and pro-
totype DH-132 Combat Vehicle Crewman's Helmet, January
1973.

By Burton H. Kaplan, Thomas D. Casey, Stanley C. Knapp,
Robert K. Shirck, and Richard A. Tucker.

Prototypes of the Gentex Combat Vehicle Crewman's Helmet
Model DH-132 and Standard Combat Vehicle Crewman's Helmet
T56-6 were evaluated for their ability to provide bump
protection. All prototype DH-132 helmets proved to be
superior to the Standard T56-6 helmets. It was concluded
that the Standard T56-6 helmet represented an obsolete
design that was unsuitable for modification. The first
prototype (DH-132-1) failed to meet the technical perform-
ance criteria of the material need document. It was found
that the fiberglass layers in the helmet shell (DH-132-1)
were unevenly distributed. This resulted in the presence
of higher load concentrations over small areas of the inner
liner. In order to meet the bump criteria, USAARL recom-
mended that the fiberglass lay-up be uniform and that a
thicker inner liner be incorporated. This was accomplished
in the second prototype [DH-132-2 (5/8")] which did meet
the military need criteria and current accepted biomedical
standards. This helmet is recommended to be classified
Standard A.

Real-ear sound attenuation characteristics of the DH-132
helmet for armored vehicle crewman, February 1973.

By Robert T. Camp, Jr., Robert W. Bailey, Ben T. Mozo,
Gordon A. Schott, Rohinton N. Guzdar, and Timothv M. Hinkel.
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The U.S. Army Aeromedical Research Laboratorv was requested
bv the Preventive Medicine Division of the Office of the
Surgeon General to test "off-the-shelf" helmets that would
be suitable for the replacement of the standard T-56-6 CVC
helmet. Audiometric data taken from samples of tank crew-
men revealed hearing losses which indicated that there is
an urgent need for the development of a helmet that would
protect against the adverse acoustic environments assoc-
iated with tank operations. Previous evaluation by real-
ear tests of sound attenuation established the T-56-6 to
be an inadequate acoustic protective device for armored
vehicle crewmen.

Three "off-the-shelf'" helmets were tested and recommended
as suitable for consideration as a possible replacement
for the standard CVC helmet. The DH-132 was identified by
the Armor Center as their choice of the three presented as
most appropriate for the armor environment.

A Materiel Need (MN) document was prepared and staffed to
procure the DH-132. The first group procured for engi-
neering and service test DH-132-1 was found less efficient
than the original DH-132. This identified deficiency was
corrected in a second prototype DH-132-2. Data in this
report confirms the DH-132-2 meeting or exceeding all
acoustic attenuation requirements of the MN and medically
acceptable as an acoustic protector for armored vehicle
crewmen. Therefore, type classification Standard A is re-
commended for the DH-132-2 helmet.

A comparison of methods of preparing porcine skin for bio-
assay of thermal injury, March 1973.

By Thomas L. Wachtel and G.R. McCahan, Jr..

Clipping, shaving, and depilation methods of hair removal

were evaluated on porcine skin in preparation for
as a bioassay substrate for thermal injury. Each
provides distinct advantages and disadvantages
for selecting and proper methodology are identifie
bioassay substrate for thermal injury studies.

Rectal temperatures of miniature and domestic swin
1973.

By T.L. Wachtel, G.R. McCahan, and D.A. Perez-Pove

its use
method

Criteria
d for a

e, March

da.

This report was not published and is not available.

Military anti-shock trouser, April 1973.
By Burton H. Kaplan.
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Acute hvpovolemia mav occur with blood loss, tluid shifts
within tissue compartments and vasodilatation. Pre-Hospi-
tal treatment has consisted of positioning paticent, con-
trol of environment, oxyeen administration, wound dressing,
and more recently, intravenous {luid therapy in terms of
time factors, quantitics administered, and eftfect periods.

Even more controversial are the ciffects of pressor agents
in such states as a primaryv method ot choice.

The U.S. Armv's Acromedical Research Laboratory at Fort
Rucker, Alabama, has produced an antj-shack garment of
novel design which is extremely fast and easv to apply,
fits nearly all size and bodv contigurations, and is ex-
tremely effective. It has been cvaluated by City of Miami
Fire Rescue in a series of trauma cases involving lower
extremity, pelvis, and abdomen. 1t results in prompt re-
turn of vital signs in the patient where neither pulse nor
blood pressure were obtainable. The time of application
and return of vital signs has been less than three minutes
in all cases. Although intravenous fluids also were start-
ed, the amount administered was less than 100 cc¢ in cach
case cited. The device enables some degree of autotrans-
fusion from each lower extremity, while at the same time
limiting the circulation to the lower halt of the body.

Its effect in states of cardiac arrest remains to be de-
fined. By its shunting action, it might be extremely bene-
ficial by diverting marginal cardiac output to the upper
body and brain. The device is shown and cases regarding
its use are presented.

73-12 Porcine burn shock: Development of a reliable model and
response to sodium, water, and plasma load< administered
for resuscitation, June 1973.

By Thomas L. Wachtel and G.R. McCahan.

Miniature swine are a sensitive and responsive animal for
the studv of burn shock resuscitation. The sodium loads
requisite for resuscitation of burned swine can exert
roughly the same effects when administered in volumes of
from 257 to 507 less than those commonly used clinicallv.
Sodium excretion s more dependent upon the sodium load
than upon the concentration of the saline seolution, Plasma
E! administration had no demonstrable resuscitative effect

:

over and above that provided by the sodium and volume given
in this model.,

7i-13 bump protection evaluation of the Standard P/N 791 Combat
K Venicle Crewman's Helmet, Mav 1973,

be Thomas DL Casev, Robert K. Shirck and Richard lTacrer.
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A prototvpe of the Sierra Combat Vehicle Crewman's Helmet
model P/N 791 was evaluated for its abilitv to provide
bump protection. The P/N 791 failed to meet the technical
performance criteria of the materiel need document.

Real-car sound attenuation characteristics ol the Sierra

P/N 791 AVC Helmet, June 19773.

By Robert T. Camp, Alan L. Croshaw, Ben T. Meso, Cordon A,
Schott, Rohinton N. Cuzdar, and Timothy M. Hinkel.

The U.S. Armyv Aeromedical Research Laboratorv was requested
by the Preventive Medicine Division of the Office of the
Surgeon General to test "off-the-shelf" helmets that would
be suitable for the replacement of the standard T-56-6 CV¢
helmet. Previous evaluation by real-car tests of sound
attenuation established the T-56-6 to be an inadequate
hearing protector for armored vehicle crewmen,

Three "off-che-shelf"” helmers were tested and recommended
as suitable for consideration as a possible replacement
for the sitandard CVC helmet. The DH-132 was identified by
the Armor Center as their choice of the three presented
helmets as being most appropriate for the armor environ-

ment. Recently another helmet, the Sierra P/N 791 AVC hel-
met, has been submitted for consideration as a second hel-

met for armored vehicle crewmen.

The real-ear attenuation test results show that the Sierra
helmet significantly failed the attenuation tests and
therefore did not meet the attenuation requirement estab-
lished by The Surgeon General. The Sierra helmet in its
present configuration is not acceptable as a hearing pro-
tector for U.S. Army tank personnel.

Study of flight environment effects on helicopter gunner,
June 1973.

By Carl Larson, Edward Wells, and Burton H. Kaplan.

Disorientation periods of a helicopter gunner in the con-
¢ .t of hi, task during a planned flight profile were in-
vescigated through the use of a computerized mathematical
model of the vestibular svstem. Flight attitude and crew-
man seat change data were used as input to the model and
crewman nystagmus rates and perceived angular sensations
were predicted.  These output data were then compared to
actual onboard tlight observations of crewnman status and
well being.  The mathematical model
predict periods of disorientation that

to accurately
with
obscerved and were manitfested by cither excess nyvstagmus
rates,
both.

was found

coincided those
combination ot
angle were attributed as the

perceived sensations of motion, or a
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primary cause of disorientation with vehicle attitude
changes cross-coupled with seat angle changes, producing
a secondary effect.

Preliminary evaluation of portable aviation oxvgen systems,
July 1973.

By Jay C. Bisgard, Roderick J. McNeil, and Frank S.
Pettyjohn.

The problem was to determine the requirements for portable
aviation oxyvgen systems during Armv high altitude rescue
and medical evacuation missions, and then to determine the
necessity for R&D efforts by evaluating the potential of
currently available system components to fulfill the iden-
tified requirements. This preliminary report is a record
of USAARL's involvement in the area of Army Aviation oxy-
gen systems to include researching the background to
achieve a proper direction for study, selection of promis-
ing systems for altitude chamber evaluation study results,
conclusions, and feasible recommendations. 1t was found
that immediate Army requirements can be satisfied by cur-
rently available military and commercial oxygen system
components. Prior to procurement approval, however, the
recommended systems should be obtained for field testing
by three operational rescue units, the results of which
will provide the basis for the final report of this study.
Although an R&D effort is not absolutely required, a short
term effort would be desirable if limited to modification
of prototype components to maximize their potentials while
decreasing their ultimate costs.

Chronic transdermal electrodes, August 1973.

By William P. Schane,

Five-tenths (0.5) mm diameter (20 mil) 80% platinum - 207
iridium wire was used to make chronically implanted trans-
cutaneous electrodes for use in 14 subjects over a 19

week period. The techniques of implantation and manage-
ment are described. The advantages and disadvantages of
the implanted electrodes are discussed. Suggestions are
made to improve future application.

Army autorotation accidents, August 1973.
Bv Kent A, Kimball, Donald F. Harden, and Mark A. Hofmann.

This report is a review of autorotation accidents occurring
during the Fiscal Years 1970 through 1972, This work pre-
sents information on these accidents and their relation to
total rotarv wing accidents, accident rates, geographical
areas, specific aircraft, costs, fatalities, and injuries.

.
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Data delineating the causative factors of these accidents
are also presented and discussed.

Orientation-error accidents in regular Armyv aircraft during
Fiscal Year 1970: Relative incidence and cost, August 1973,

By J.I. Niven, W.C. Hixson, and E. Spezia.

This report is the fourth in a longitudinal scvries of re-
ports dealing with the pilot disorientation/vertigo acci-
dent problem in Army fixed wing and rotarv wing flight
operations. Incidence and cost data presented Tor Fiscal
Year 1970 include a total of 81 major and minor orienta-
tion-error accidents (25 of which were fatal), resulting
in 80 fatalities, 104 nonfatal injuries, and an over-all
aircraft damage cost of 19,355,689 dollars. The contri-
bution of rotary wing accidents to this total was 75 acci-
dents (24 of which were fatal), resulting in 79 fatalities,
98 nonfatal injuries, and an overall aircraft damamge cost
of 17,060,490 dollars.

Parachute escape from helicopters, August 1974,
Bv William P. Schane.

Experimental evidence shows that a parachutist experiences
no major difficulty in achieving vertical and horizontal
separation from an autorotating helicopter. At high rates
of descent, there is a 0.5-0.75 second delay after exit
before expected separation begins.

Orientation-error accidents in regular Army UH-1 aircraft
during Fiscal Year 1970: Relative incidence and cost,
September 1973.

by J. I. Niven, W.C. Hixson, and E. Spezia.

This report is the fourth in a longitudinal series of re-
ports dealing with the magnitude of the pilot disorienta-
tion/vertigo accident problem in regular Army UH-1 heli-
copter operations. Incidence and cost data presented for
Fiscal Year 1970 include a total of 43 major and minor
orientation-error accidents (17 of which were fatal), re-
sulting in 66 fatalities, 67 nonfatal injuries, and a total
UH-1 aircraft damage cost of 7,706,191 dollars.

The Effects of initial spinal configuration on pilot ejec-
tion, September 1973.

By Y. King Liu, Uwe R. Pontius, and Ronald R. Hosey.

The effects of initial spinal alignment on the location
and magnitude of maximum vertebral stress during ejection
was studied using the Orne-Liu disecrcte parameter model
of the spine. Face curtain, shoulder harness, and scat
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back restraints were added to the model as linear springes.
Results indlcated that o state of nearly anirorm axil
stress exists in the colunn during cjection and tiws the
tocation of maximum bending stress dictates the spinal
location of the maximam normal stress.  Hoence, Init i
spinal alignmenty in terms ol the curvature o the colunn,
is a4 mujor determiaant of the tocation and magnitude o
max inum normal stress tor a4 given set of restraints.
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Aviator visual pertformance in the UH=11, studv I, October
19735,

By Thomas L. Frezell, Mark A. Hotmann, and Richard I
Oliver.,

This study monitored, via the corncal reflection technique,
visual performance of Armv aviators while flving a number

of maneuvers in a UH-1H. Visual perrormance, to include
time and transition information, was gathered over 13 cock-
pit arcas. In addition te the objective recordings, sub-
jective assessments by the aviators with regard to their
visual performance were also attained. Results acquired

by both techniques are provided.

74-8 Instrument flight preference and field dependence, January
1974.

By Eric R. George and Mark A. Hofmann.

This research investigated the possible relationship be-
tween field dependence-independence, as measured by the

Rod and Frame Test (RFT). and aviator attitudes regarding
IFR flight. Degree of aviator preference for actual instru-
ment f{light (determined by questionnaire and personal inter-
view) served as a basis for dividing the aviator sample

(43 pilots) into high and low preference groups. These
groups were examined relative to three field dependence
measures derived from RFT performance. The IFR preference
factor did not contribute significantly to the variation

in RFT performance for any of the measures. Demographic

- data of both subject groups were also reduced and examined.
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74-9 Static evaluation of absolute altimeter displav signs -
7 Study I, February 1974.

A AL mn B et e o

By Thomas L. Frezell, Donald F. Harden, Paul D. Hunt, and
Mark A. Hofmann.
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Six absolute altimeter displav signs were evaluated in the
static mode. Performance was measurcd with respect to
subject's reading accuracyv, speed and preference. The
subjects consisted of experienced Army aviators and non-

l ® flving college students. The results showed a significant
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difference between displav tvpes as well as between avia-
tors dand students.
soft (hvdrophilic)

An investigative study of the Bausch and Lomb Sof lens!
March 1974.

lenses in U.S. Army Aviation:
™
’

contact

Bv John K. Crosleyv, Erwin G. Braun, and Robert W. Bailev.

The use of standard acrvlic or "hard" contact lenses has

been relatively unsuccesstul in the military aviation en-
vironment, particularlv when worn bv personnel flyving
rotary wing aircrart, The purpose of this study was to
evaluate the applicability of one tvpe of hvdrophilic lens
to U.S. Armv aviation. Nineteen volunteer helicopter
pilots served as subjects and three specific areas were
investigated. These were: (1) clinical procedures, (2)
foreign bodv involvement, and (3) the effect of extended
(72 hours) continuous wear. The results indicate that

the Soflens™ offers certain advantages over acrylic lenses
for this specialized application. There were, however,
distinct problems encountered which may be lessened with
the introduction of new lens material and asepticizing
techniques.

Individual differences in vestibular information as a pre-
dictor of motion disturbance susceptibility, April 1974.

By H.J. Moore and F.E. Guedry, Jr..

Certain facts suggest that motion disturbances may be re-
lated to the amount of vestibular information contributing
to sensory conflict. 1Individual differences in motion
disturbance susceptibility might, therefore, correlate
positively with differential accessibility of vestibular
sensory information to the spatial perception process.

The results of two experiments, while not inconsistent with
this hypothesis, did not demonstrate a relationship between
a vestibular response variance measure and motion disturb-
ance susceptibility at the conventional significance level.
The test-retest reliability of the response variance mea-
sure was not found to be favorable. The slope of the
vestibular stimulus-response relationship was not found to
predict motion disturbance susceptibility.

Major orientation-error accidents in regular Army UH-1
aircraft during FY 1970: Accident factors, June 1974,

By W.C. Hixson, J.I. Niven, and E. Spezia

This report is the fourth in a longitudinal series of re-
ports dealing with the pilot disorientation/vertigo acci-
dent problem in regular Armv UH-1 helicopter operations.
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[ndividual case history data extracted from the USAAVS
master aircraft accident files are presented on major -1
orientation-crror accidents that oceurred during Fiscatl
Year 1970. Summary data listings involving a varicty of
operational and pilot-related aceident factors are pre-
svnted tor cach of the 42 cases. The listings aore arranged
to distinguish between those factors and cvents present
betore takeoft, i.e., the initial conditions associated
with a given accident, and those which occurred or were
manitfested during the actual airborne phase of the accei-
dent f{lijght.

Personality aspects of pilot error accident involvement,
July 1974,

By Michael . Sanders, Mark A. Hofmann, Paul D. Hunt, and
Alan C. Snow, Jr..

The consistently high frequency of pilot error accidents

in both military and civilian aviation programs does much
to support exploratorv resecarch which might help alleviate
the problem. Cattell's Sixteen Personalitv Factor Ques-
tionnaire (16 PF) and a dynamic decision making task (under
risk) were given to 51 Armv aviators. Accident files were
then examined in order to classify the aviators as to their
prior pilot error accident involvement. Stepwise discrim-
inant analyses revealed that the decision making task
scores were untelated to the pilot error accident groupings
while the 16 PF scores were able to correctly classify 86/
of the aviators as to whether or not thev had been pre-
viouslyv listed as a cause factor in a militarv aviation
accident

Some eftects of alcecohol on various aspects of oculomotor
controls, August 1974,

v FooEL. Guedry, R.DO Gilson, D.d. Scehroeder, and WL,
Collins.

Receont studies have shown that alcohol intertferes with
visual control of vestibular nvstacmus.  The present study
was designed to assess three partialle iadependent svstems
of oculomotor control. Performance on three tasks was
measured before and after mild alcohol dosace.  One task
involved visual suppression of vestibular nvstagmus:; a scce-
ond involved smooth oculomotor tracking of a4 moving target,
and a third required repetitive rapid voluntary shitts in
gaze.  Oculomotor control was deeraded on the tirst twe
tasks with recovery toward the initial performance level

4 hours after drinking.  Performance on the third task was
not obviously depraded, althoush it is possible that im-
provement with practice was retarded Results are dis-
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cussed in terms of neurological svstems involved and kinds
of flight tasks potentially affected.

Aviator performance during local area, low-level and nap-
of -the-earth flight, August 1974.

By Kent A. Kimball, Thomas L. Frezell, Mark A. Hotmann,
and Allen C. Snow, Jr..

This paper presents baseline data concerning aviator per-
formance and aircraft state variables during local arca,
low-level and nap-of-the-earth flights. Further, informa-
tion is provided concerning differences in aviator control
inputs per unit of time across the three profiles. From
the data, it is evident that NOE flight places more de-
mands on both crews and aircraft than the other two tvpes
of flight,

Review of the U.S. Armv Aeromedical Research Laboratory
Conference on Aeromedical Evocuation, 15-16 Januarv 1974,
September 1974,

By Frank S. Pettyjohn.

The U.S. Armv Aeromedical Research Laboratory has support-
ed the helicopter medical evacuation mission throughout
its rapid growth. The concept of dedicated evacuation
helicopters and crews has been well proven during the
Vietnam conflict. Concurrent with this development has
been the rapid emergence of the civilian emergencv medical
services within the Continental U.S. The utilization of
the military helicopter in a joint role with the civilian
community, the Militarv Assistance to Safetv and Traffic,
as well as in its combat evacuation role requires combined
emphasis and upgrading of medical equipment and procedures.

This conference represents a unique approach to the pro-
blems of maintaining pace with the rapid developing ficld
of aeromedical evacuation. The informal seminar structure
provided the helicopter unit, the user, an opportunity to
discuss problem areas of medical and operational needs
with the U.S. Armyv Aeromedical Research lLaboratorv, the
developer. In addition, this conference represented a
first in bringing together operational helicopter unit
personnel from both the U.S. Armv and the U.S. Air Force
to discuss common problems.

The concepts, ideas and suggestions presented should in-
sure the continued improvement of medical ccvipnent and
techniques to provide the highest degree of medical care
to the U.S. Militarv Forces.

The In Vivo dvnamic material properties of the canim
spinal cord: A feasibilitv studv, August 1974,

23
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By Y King Liu, K.B. Chandran, and William C. Van Buskirk.

A study was completed which showed the feasibilitv ot de-
termining the in vivo dynamic material properties of the
spinal cord in mongrel dogs. 1n the initial phase, sinu-
soidal pressure waves were induced on a fluid-filled thin-
walled penrose surgical drainage tube and the wave length
was monitored by two micropressure transducers.  The wave
speed obtained from these measurements was inserted into
the Moens-Korteweg relation to determine the Young's modu-
lus for the penrose tubing. The value obtained for the
modulus was in excellent agreement with values cited in
the literature. In the second phase, a portion of the
spinal cord of three dogs was exposed bv a laminectomv and
then the cord subjected to an identical wave propagation
method of procedure as determined in the initial phase.

It was important to block the spinal cord jerk reflex by a
local anesthetic, Xvlocaine®, distal to the test section
of the cord before the start of the experiment. Thus, the
surgical tools, electro-mechanical equipment and access-
ories, and the method of procedure required for the suc-
cessful determination of some of the in vivo dvnamic mat-
erial propertie< ot the spinal cord of dogs were estab-
lished.

Orientation-error accidents in regular Army aircraft dur-
ing FY 1971: Relative incidence and costs, November 1974,

By W.C., Hixson and E. Spezia.

This report is the fifth in a longitudinal series of re-
ports dealing with the pilot disorientation/vertigo acci-
dent problem in Army fixed wing and rotary wing flight
vperations.  Incidence and cost data presented for Fiscal
Year 1971 include a total of 50 major and minor orienta-
tion-cerror accidents (25 of which were fatal), resulting
in 65 tatalities, 67 nonfatal injuries, and an over-all
aircratt damage cost of 11,404,119 dollars. The contri-
bution of rotary wing accidents to this total was 47 acci-
dents (23 of which were fatal), resulting in 62 fatalitices,
67 nonfatal injuries, and an over-all aircraft damage cost
of 11,191,377 dollars.

The brief vestibular disorientation test as an assessment
tool tfor non-pilot aviation personnel, October 1974,

Bv R.K. Ambler and FLEL. Cuedry, Jr..,

Past research has demonstrated the value of the Brief
Vestibular Disorientation Test (BVDT) as a screcening tool
for student pilots. This studv is concerned with the ex-
tension of this technique for use in assessing the poten-
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tial Naval Flight Officer (NFO).

The rater BVDT procedure was used here, and in addition,
a performance task involving a short-tcerm memory task in
the anditory mode was introduced in order to measure por-
formance decrement. Representative groups of entering L0
students were first administered the pertornance task
under the exact conditions ot the previous BVDT procedurc,
but without rotation. Obscrver assessments were made dur-
ing this rotation sequence.  The results indicate that
those students who later tailed NFO training exhibited
greater performance decrement ander rotary conditions as
compared to static than did successtul stadents.  This
technique is  of potential valuce in serecening NFOs.

75-8 Oxygen toxicity in the mammalian brain, December 1974,
By Dennis A. Baeyens and Josceph UL Bonnett.

The lactate dehvdrogenase (LDH) activity of mousce brain
homogenates was examined after exposure to hyperbaric
oxvgen (5763.8 mm Hq PO») and compared to room air con-
trols (158.8 mm Hq POZ)T The effect of reduced gluta-
thione on LDH activity after hyvperbaric oxygen was sig-
nificantly diminished when compared with controls. In the
presence of reduced glutathione, homogenites exposed to
hyperbaric oxygen demonstrated higher activity than did
homogenates incubated without glutathione. Tt is conclud-
ed that oxygen induced inhibition occurs through the oxi-
dation of essential free sulfhvdryl groups and that this
oxidation can evither be prevented bv reduced glutathione
or the disultide bridges mav be reduced to free sulfhvdryvl
groups by the glutathione after oxidation.

75-9 Evaluation of proposed clectroplated HGU=4/P frames, Feb-
ruary 1975,

Bv Roger D. Wilev, Frank S. Pettyjohn, and David . Glick,

A gold electroplated frame has been recommended to replace
the standard gold-tilled aviator trame. Since the pro-
posed trame contains a nickel-silver based metal, the

frame was evaluated under field and laboratory conditions
at the U.S. Army Aderomedical Research Laboratorv. 0Of the
18 subjects who wore the test tframes for three months,

one subject, an aviator, developed a mild dermatitis along
the frontal and supraorbital portion of the face. Chemical
analvsis indicated "free” nickel in sutfficient quantity

to cause a4 reaction {rom nickel sensitive individuals.

This studv has shown that some skin reaction can be expect-
ed from a small percentage of wearers it the gold electro-
plated frame replaces the gold filled frame.
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: 75=-10 Oxygen induced inhibition of mouse brain lactate dehvdro-
:! genase, February 1975.
[ By D.A. Baeyens.

The lactate dehydrogenase (LDH) activity of mouse brain
homogenates was examined after exposure to hvperbaric oxv-
gen (5763.8 mm Hg PO;) and compared to room air controls
(158.8 mm Hg PO2). The effect of reduced glutathione on
LDH activity after hyperbaric oxygen exposure was also ex-
amined. The activity of LDH after treatment with hyper-
baric oxygen was significantly diminished when compared
with controls. 1In the presence of reduced glutathione,
homogenates exposed to hyperbaric oxygen demonstrated high-
er activity than did homogenates incubated without gluta-
thione. 1Tt is concluded that oxygen induced inhibition
occurs through the oxidation of essential free sulfhydrvl
groups and that this oxidation can either be prevented by
reduced glutathione or the disulphide bridges may be red-
uced to free sulfhydrvl groups by the glutathione after
oxidation.

75-11 Aviator visual performance in the UH-1H, Study II, Febru-
ary 1975.

By Thomas L. Frezell, Mark A, Hofmann, Allen C. Snow, and
Richard P. McNutt.

This study monitored, via the corneal reflection technique,
visual performance of Army aviators while flying incline
maneuvers in a UH-1 helicopter. Visual performance, to in-
clude time and transition information, was gathered over
13 sectors. 1In addition to visual data, performance mea-
surements were recorded simultaneously on an incremental
digital recorder. Results acquired by both techniques are

provided.
75-12 Development of a prototype experimental plan to evaluate
NAMRL stabilized optical viewing devices: 1I. 1Inflight measure-
1213 ment of visual acuity, March 1975.

By David D. Glick, Roger W. Wiley, Fred E. Guedry, W.
Carroll Hixson, and Joel W. Norman.

o
a

An improved XM-76 stablilized viewing device was tested in
a scout helicopter flight scenario. Target acquisition
performance was significantly correlated with the airsick-
ness ratings of an onboard experimenter. Since there was
no significant difference between the magnitude of the
symptoms observed when the device was stabilized and the
magnitude when caged, the stabilization feature proper
could not be identified as a problem source. Parts Il and
IIT of the report (in preparation) will deal with inflight
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measures of airsickness potential and the laboratory eval-
uation of individual susceptibility to airsickness respec-
tively,

Communication during terrain flight, March 1975.

By Michael C. Sanders, Mark A. Hofmann, Donald F. Harden,
and Thomas L. Frezell.

Safe and efficient terrain flight requires that the copilot
or navigator give verbal navigation instructions that allow
the pilot to respond quickly and effectively with minimum
confusion and head-in-cockpit time. The intracockpit com-
munications of forty-seven nap-of-the-earth (NOE) training
flights were tape recorded. NOE communication question-
naires were developed and administered to sixty student
pilots and seventy-four instructor pilots. Analysis of the
tapes and questionnaire data indicated that the crew mem-
bers were spending 30.1 percent of their time in communi-
cation concerning navigation. Analvsis of the tape record-
ings also indicated that new student pilot (SP) flight
crews exhibited a greater density of communication (t
equals 10.07, df equals 45, p~.05) than did the SP flight
crews that had been flving together. Seventv-seven per-
cent of the IPs indicated that formal navigation communi-
cation instructions presented in the classroom would be
more desireable than IPs teaching their students indivi-
dually the navigation terms and techniques that should be
used.

Report of cold climate clothing and survival equipment
workshop, April 1975,

Bv Russell D. Nelson, Emil Spezia, William R. Brown,
William B. Durand, and Huey P. Lang.

Report of Cold Climate Clothing and Survival Equipment
Workshop held 24-27 September 1974 at Fort Rucker, AL.

Recognition of needs for improvement in aviation cold cli-
mate equipment prompted the U.S. Army Agency for Aviation
Safety and the U.S. Armv Aeromedical Research Laboratory
to jointly sponsor a workshop to identify shortcomings

in the Army's cold climate clothing and survival equipment
and recommend solutions. The workshop focused on specific
problems encountered by Army aviation in Alaska. However,
requirements of aviation units operating in other cold
climates were also addressed.

The workshop resulted in identification of deficiencies in
cold climate flight clothing, cold climate survival kits,
individual vest-tvpe survival kits, cold climate training,
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Mtoendees were representat ives of concerncd avencies and
commands.  They recornmended actions to expedite short-
term irorovenent of ULSo Army Alaska' cold climate cquip-
ment and to o ettect long-tern overall improvement in Army
aviation’ = cold climate lite support and survival cequip-
moent and wonaeement .

Also included 1= o report on the Workshon to Drait Re-
quirencents tor a Cold Weather Flichit Clothing Svstem held
At Fort Rucker, 9-13 December 1974,

A cross-validation study of the personality aspects of in-
volvement in pilot-crror acetidents, March 1975,

By Michacel G, Sander-, Mark A. Hotmann, and Thomas Neese.
,

Pilot-crror accidents have dominated accident statistics
consistentlv trom the 1940s to the present.  Sanders and
Hotmann (1975) tound that three factors trom Cattell's
Sixteen Personality Factor Questionnaire (16PF) showed
siyniticant differences (p .05 between pilot-error acci-
dent groups and were used to correctly classity 867 of the
aviators tested as to their previous pilot-cerror accident
involvement,  Sixtv-six aviators were given the 16PF in
the present study in an attempt to cross-validate the find=-
ings reported in the original studv. The results indicate
that the personality factors did not significantlyv dis-
criminate between the pilot-error accident groups. The
primary personalityv differences between the present sam—
ple and the original sample were due to variations in the
pilot~error accident free groups. The findings indicate
that individual differences in personalitvy characteristics
of the aviators prevent consistent identification of traits
associated with pilot-error groups.

This Report Number was not uscd.

[n-flight evaluation of hand-held stabilized optical view-

ing devices, April 1975,

Bv David D. Click and Roper W, Wilev,

Five hand-held stabilized optical viewing devices vere
compared in=flight. Three were prototvpe models and teo
were commercially available.  Considerine sico, weiving,
complexity and pertormance in o tarvet identiticatiog task,
one of the prototvpes looks very promisin:.

Word intelligibility of two tvpes ot svoathesiood voioe
warning svstems, April 1975,

P NS = -




N YT T YT,
- ;

T

T e T e

R vport _N}Im boer

75-19

75=20

senasdhasthiatientioond P S Y P W FESIN WS R G

by Alan L. Croshaw, James H. Patterson, Robert 1. Canmp,
and Ben T. Moso.

At the request of the U.S, Armv Aviation Systems Command,
the U.S. Army Aceromedical Resocarch Laboratory conducted
speech intelligibility tests of two tvpes ol svnthesized
voice warning svstems produced bv Northrop Corporation and
MeDonnell Douglas Corporation. The purpose of the tests
was to determine the intelligibility of the syvnthesized
speech samples when presented at normal conversational
levels and to compare the relative intellicibility of the
two productions with each other. Mean intelligibility
scores ranged roughlyv from 40 to 65 percent. The scores
obtained with the McDonnell Douplas simulated male and te-
male voices and the Northrop simulated male voice were not
significantly different,

However, recordings of the Northrop simulated remale voice
vielded significantly lower scores than the samples of the
other three simulated voices. Familiarization of the sub-
jects with test words and svnthesized voice signiticantly
improved intelligibility over those not given the yamil-
iarization traininy. Ilone of the samples evaluated vielded
intelligibility scor« vhich could be considered function-
ally adequate.

Repair of acrvlic aircraft transparencies: A comparison
ol two commercial products, Mav 1975,

Bv Frank F. Hollv.

This study was undertaken to determine the relative merits
of Polvsand® and ClL polish when used to remove abrasions
from the acrvlic transparencies of Armv airceraft. The
results of this study showed that for abrasions of a map-
nitude at least as great as moderate-to-heavy windshield
wiper abrasions (one of the most common tvpes of abrasive
failure) CL polish represents a faster and casicr means of
removing the abrasions.  For deep scratches, however, a
product such as Polvsand or Micromesh must be usced.

Fifects of oxveen and reduced glutathione on the oxveen
consumption ot mouse liver, Mav 1975,

Bv Dennis AL Bacvens and Mare J. Meier.

The etftects of hvperbaric oxveen tensions on the oxveen
consumpt fon ol mousc liver homorenates were investivated.
Hyeperbaric oxveen rapidiv inhibits the oxidative metabo-
Tiser of the mammalian Tiver. Mouse Liver Ponmesenate espos-
vd to g POy ot 383705 mm He tor 30 minutes showed a 06
reduction in oxveen consumption conpared to controls cv-
posed to nitvogen at ambicnt pressure.  The ettect of re-
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duced glutathione (GsH) as a protective agent against
hvperbaric oxvgen toxicity was also examined. Liver homo-
genates pretreated with GSH and exposed to high oxvgen
tensions demonstrated greater activity than untreated con-
trols. It is concluded that: (1) GSH protects important
enzvmes of oxidative metabolism by keeping them in a re-
duced and viable state, and (2) GSH can stimuiate oxvgen
consumption by increasing succinate formation through a
GSH-succinate shunt.

Orientation-error accidents in regular Armv UH-1 aircraft
during Fiscal Year 1971: Relative incidence and cost,
June 1975.

Bv W.C. Hixson and E. Spezia.

This report is the fifth in a lengitudinal series of re-
ports dealing with the magnitude of the pilot disorienta-
tion/vertigo accident problem in regular Army UH-1 heli-
copter operations. Inciden~e and cost data presented for
Fiscal Year 1971 include a total of 31 major and minor
orientation-error accidents (15 of which were fatal), re-
sulting in 44 fatalities, 52 nonfatal injuries, and a
total UH-1 aircraft damage cost of 6,337,446 dollars.

The use of opaque louvres and shiclds to reduce reflec-
tions within the cockpit: A mathematical treatment, June
1975,

Bv Wun C. Chiou and Frank F. Holly.

Opaque shields can be used to channel light and thereby
reduce reflections in the cockpit. These shielding de-
vices range from the standard glare shield on top of the
instrument panel to the more experimental use of Light
Control Film®and Mi:romesh™ for this purpose. Because of
the need to determine the best position, width, spacing,
etc., of these shielding devices, it was felt that a sys-
tematic approach would be highly desireable. This work
shows a mathematical approach to this problem and includes
derivations, examples, and a suggested figure of merit.

Major orientation-error accidents in regular Armv UH-1
aircraft during Fiscal Year 1971: Accident factors,
Julv 1975,

Bv W.C. Hixson and E. Spezia.

This report is the fifth in a longitudinal series of re-
ports dealing with the pilot disorientation/vertigo acci-
dent problem in regular Armv UH-1 helicopter operations.
Individual case history data extracted from the USAAVS
master aircraft accident files are presented on major UH-1
orientation-error accidents that occurred during riscal
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Vear Y. Sommare ciata Pistioes invebtvias oovariots of
operational and pilot-related aceident Tactors gre pre-
sented Tor cact o the 31 casies, rav Tistines are arvane-
ed to distinguish between thosce tactors and cvents pros=ent
betore takeotr, i.o., the iritial conditions associate!
vith a givon accident, and those which occurred or wore
manifested during the actual aivbore shase of the socidont
flighe.

Jucttner cuceing concept tor helicopter tlicht contrel,
August 1975,

Bv Robert H. Wright.

Familiarization was obtained with a helicopter flicht con-
trol cueing concept developed by a retirineg senior t1ight
instructor, with emphasis on its potential application to
night vision imaging svstuems. It consisted of a simple
set of windshicld marks arranged to provide precision in
contact control of pitch attitudes. Students trained with
it seemed to tfind advanced contact and instrument training
much easicr than traditionally trained students, and ex-
perienced helicopter pilots introduced to the concept relt
it provided substantial improvement in their control pre-
cision. Conclusions from this evxploratory familiarization
were the Buettner-tvpe cuce sets (a) have potential for
reducing perceptual ambiguitices in helicopter control with
night vision devices, (b) increase precision and lead in
helicoptur contact control, (c¢) should provide a high
level of transfer to instrument training, (d) with slight
extension have potential as an approach aid., particularly
for an underslung night vision device, and (e) appear to
have potential for verv simple helicopter simulater visual
displavs that should have considerable value for initial
or transition training.

Perceived velocity and altitude judgements during rotary
wing aircraft tlight, September 1975.

By Richard N, Armstrong, Mark A, Hofmann, Michael .
Sanders, Lewis W.o Stone, and Charles A, Bowen.

Eight Armv rotarv-wing aviators made judgements concerning
the ground speced and altitude of a Ull-1 helicopter. Com-
binations of three cround specds and four altitudes were
nsed across rfour visual conditions including davlight and
simulated night environments. In gveneral, the results
indicate:r (1) absointe error in vround speed estimations
increased as altitude increasced. (2 At gronnd speeds
above 30 knots there was a tendency to underestinate
ground speeds, and below 50 knots gronad speed estimates

]

were dependent vpon visual conditions.  (3) Absolute error
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Opaque shiclds coan be ased to channel Ticht and therdls
reduce retlections within the cockpit.  Theso shiiclaing
devices range tron the standard o lare shicld on top ar Ut
instrument panel to the more cxperimental oasc oor vt
Control Film and Micromesh  tor this purposc.  bBoecansc o
the need to determine the best position, widtlh, spacing,
vte., of these shiecldineg devices, it was velt that a =vs-
tematic approach would be highly desireable.  This work
describes a mathematical analvsis to assess the applicabi-
lity of those devices to resolve aireratt windscreen
reflection problems.

Object visibility patterns in low level 1light, September
1475.

Bv Robert H. Wright and J. Nicholas bebonis.

Line of sight viewing angle, range and time distributions
are given for a 70 kilometer sample of tree=top level an-
nular (fisheye) imagry, and comparisons made between these
data and theoretical random single tree line of sight dis-
tributions. The effects of location over open and tree
covered terrain are assessed and limited data on the etf-
fect of altitude presented. Relative azimuth, c¢levation
and range of objects when they first emerped into view
were recorded by tvpe of object. Relative angle of cross-
ing linear featurcs was determined, along with the duratien
that information of navigational value could be determined.

When over trees the actual masking function was grossly
different from the theoretical curves, while over open
terrain actual masking approximated the five percent cover
theoretical curve at close range and the one percent curve
at 1000 meters. Over trees, masking for tank sized vehi-
cles ranged from 83 te 93 percent, and over open terrain
from 10 to 77 percent masking. Only 12.95 percent ot liaear
features were found to be oriented within plas or minus 30
degroes of the pose at croasing, while 553 percent wore
within nlus or minus 30 degrees of perpendi-ular to the
nosce.  This tinding implivs viewing of the sides as an
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Alreralt crosses features Is necessary in order to see the
feature details that will provide positive weouraphic
orientation. he Jdetailed viewing alony lTincar foatures
required for positive seographic orientation was availabile
for an averase of 24 meters, or one sceond at 59 knots,
Limited data are presented on the effect of altitude on
duration of line of sight to objects that provide informa-
tion of value in scouraphic orientation.

1

fhe use of opaque louvres and shields to reduce rerlections
within the cockpit: Computer prourams for two approaches
to the problem, November 1975,

Bv Wun Chiou, Frank . Hollyv, Chun K. Park, and Altred A.
Higdon.

Opaque shiclds can be used to channel light and thereby
reduce reflections within the cockpit. These shielding
devices range from the standard glare shield on top of the
instrument panel to the more experimental use of Light
Control Film® and Micromesh® for this purpose. Previous
work in this series has demonstrated two mathematical ap-
proaches to a specific reflection problem in the AH-1
aircraft, namely, the reflections coming from the portion
of canopy directly above the gunner's head. It was felt
that it would be useful to demonstrate the compatibility
of these two approaches and to publish the computer pro-
grams (FORTRAN) for each approach for possible use by
others.

Bio~-Optical evaluation of specialized evewear: Laser
safety and dark adaptation devices, November 1975.

Bv Wun C. Chiou and David D. Glick.

This report provides quantitative data and color vision
evaluations for several tvpes of goggles., The first two
tvpes are laser safety devices and the other three are for
dark adaptation purposes. It is found that He-Ne laser
safety evewear conforms to the Armv regulation specifica-
tion. It is recommended that one type of the safety de-
vice cannot be used for only one specific purpose. Fur-
thermore, the laser safety device cannot be used when a
detection of a red displayv or a red light source is re-
quired. Results from the dark adaptation devices show
that the spectral transmission characteristics possess
virtuallv a common distribution,

Photometric and colorimetric characteristics of chemilumi-
R c
nescence - Cyalume ™ , November 1975,

Bv Wun €. Chiou and Dannv N. Price,
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This report presents an analvsis of the photometric as w
as colorimetric characteristics of chemiluminescence=tyva
lume s . 1t has been demonstrated that the chemical light
offers advantages over other light sources because it
generates light without thermal encrgv., 1t is suitable
for situations where the use of conventional light could
be hazardous. [t works in all weather conditions and
under water as well. On the other hand, its disadvantages
include the relatively short lifetime of useful light,

the poor color discrimination because of the narrow band
spectral emission and a slight chromatic variation as a
function of time. Nonetheless, it has potential military
applications such as emergency lighting in aircraft, a
guide for hoist missions, a set of heliport markers, a
ground guide, or a parachute locator.

Real-ear sound attenuation of selected communication head-
sets available through the Federal Supply System, December
1975,

Bv Alan T. Croshaw, James H. Patterson, Ben T. Mozo, and
Robert T. Camp.

Eight different headsets submitted by Defense Electronics
Supply Center (DESC) and an H-132/AIC headset were compared
for the amount of real-ear sound attenuation they provide.
The H-132/A1C, a "state-of-the-art' device, was superior

to all of the other eight devices tested. Among the head-
sets submitted by DESC, the H-140(B)/U, H=157/AIC, David
Clark Prototype and USAMC P/N 10673294-1 provide the most
attenuation, and the H=158/AIC, H-161(C)/GR, H-173(B)/AIC
and H-251/U provide the least,

Aviator pertormance measurement during low altitude rotary
wing flight with the AN/PVS=5 night vision gogeles, Decem-
ber 1975.

By Michael €. Sanders, Keont Ao Kimball, Thomas 1.,
and Mark A, Hormann.

Frezell,

Aviators were required to flv a UH-1 helicopter at night
with and without night vision goggles (AN/PVS-5).  Three
tvpes of goggles were used: 40 degree Uicld-of-view (FOV) |
60 degree  FOV, and 40 degree FOUV with a 307 bifocal cut.
During flight, data was acquired on over twentv aircraft
status and control input variables. These data, for pur-
poses of performance comparison, were subjected to both
univariate and multivariate analvses.  The six subjects
(instructor pilots) also responded to a questionnaire re-
garding preference, trainine and estimated capabilities of
each type intensification svstem. The major finding of
both the subjective and objective measures are provided.
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76-11 Some specific effects of hypobaric hypoxia on cellular
metabolism, January 1976,

By Dennis A. Baeyens and Mary J. Meier.

The lactate dehydrogenase (LDH) and succinate dehydro-
genase (SDH) activity of mouse liver homogenates were ex-
amined after exposure to an equivalent altitude of 36,000
feet and compared to controls kept at ground level. After
6 and 12 hour incubation periods, the altitude exposed
samples demonstrated a significantly higher LDH activity
than controls. SDH activity remained unchanged from con-
trols after 6 hours but was significantly lower than con-
trols after 12 hour exposures to altitude. It is concluded
that the changes in enzyme activity reflect a metabolic
control mechanism to maintain adequate energy production
during periods of exposure to hypobaric hypoxic stress.

76-12 The effect of behavioral paradigm on auditory discrimina-
tion learning: A literature review, February 1976.

By Charles K. Burdick.

The ability of animals to discriminate sounds has been in-
vestigated using either go/no-go or two-choice paradigms.

A review of the literature shows that for easy distinctions
\ such as tone vs noise, go/no-go procedures are generally

2 learned within 200-400 trials while two-choice procedures
tj. have taken considerably longer to be learned. The minimum
amount of training with two-choice procedures has generally
been 1200-1400 trials and thousands of trials have often
been necessary. The effect is found across species and in
both positive and negative reinforcement situations. Until
further investigations are conducted, the question remains
as to whether the difficulty in training is due to method-
ological shortcomings or to biological limitations on the
ability of animals to associate sounds and responses. The
review illustrates that there is a dearth of information
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& concerning the parameters of auditorv discrimination learn-
5 ing. It is recommended that investigators interested in

Tt the auditory capabilities of animals use go/no-go pro-

L cedures.

E}‘ 76-113 Computer modeling of the bodv-head-helmet svstem, Vol. 1,
E‘ VoL 1. February 1976.

- . . .

- By Wartan A, Jemian and Nan-Heng 'in,

- Three dimensional finite clement methods o analvsis were
applied to the bodv-head-helmet structural svstem under

o conditions of static equilibrium and to the head=helmet

k‘ assembly in a dyvnamic mode. Computer programs were written
b to generate and displav results of the structnral analvses,
b
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Structural analyvses were performed using Structural Analyvsis
Program IV supplied by the Universitv of California. Sta-
tic analvsis using a fixed configuration is applicable to
the description of displacement and stress component

f